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Hulk Sale Area and Slash Disposal Map
Lookout Mountain Ranger District, Ochoco National Forest

Page 3 of 4

Willamette Meridian
Map prepared by: CRB 6/26/2014
T:\FS\NFS\Ochoco\LOM\impTSHulk2014\GIS\Data

2710

27
15

023

3231

2829

21

33

19

30 27

22

34

20

354

35
8

27

Whiskey MS Pond Primary Water SourceHighland Material Source
R 18 E

T 1
2 S

R 17 E

T 1
2 S

15

 

Payment Unit Table        
Payment 

Unit 
Cutting 

Unit 
Acres Payment 

Unit 
Cutting 

Unit 
Acres Payment 

Unit 
Cutting 

Unit 
Acres 

1 43 69 2 53 83 4 41 34 
1 44 28 2 54 70 4 42 35 
1 45 6 2 55 58 4 56 54 
1 48 15     211     123 
1 49 22             
1 50 10 3 61 37 5 ROW 2 
1 51 1 3 62 60     2 
1 52 2 3 63 33       
1 64 5 3 70 25       
    158     155       

Protect all National Forest Property Boundary markers, stakes, and signs along private land,
BT6.23.
Boundary tags posted on the ground are marked as 'Hulk' Timber Sale, BT1.1
Cutting Units 41, 42, 49, 50, 51, 52, 53, 55, 56 where the boundary is not posted and painted
along the 33 road, the road is the boundary, BT1.1.
Cutting Units 44, 45, 48, 49, 64, where the boundary is not posted and painted along the 27 road,
the road is the boundary, BT1.1.
Landlines shown on Sale Area Map are approximate.
All sale roads are restricted, CT5.12#.
Roads to be kept open, applies to all roads listed in CT5.31#.
Purchaser and Forest Service will agree on procedures for Purchaser use of roads behind gates,
BT5.12 & CT6.315#.
Scarification and seeding of landings and temporary roads, and 300' of the skid trail from the
landing required, CT6.6#.
All construction and landing slash shall be piled, CT6.74#.
Leave trees are marked on the side of the tree facing away from road within 75' of roads 27 and
33.  This applies to cutting units 41, 42, 48, 49, 53, 55, and 56.
Stump Heights: 8 inch or less stump height required within 75 feet from the edge of 27 and 33
roads in cutting units 41, 42, 44, 45, 48, 49, 50, 51, 52, 53, 55, 56, and 64, AT6 & CT6.41#.
Slash Treatment Requirements: Slash Plans and Specifications for Yarding, and/or Decking Slash
on Landings and Temporary Roads applies to all cutting units.

Legend

Protect Improvements - Fence - BT6.22, CT6.22#

Cutting Unit Number - BT1.1, BT2.35, CT2.35# (Option 1)

Reserve Trees - CT2.3#, CT6.32#

Individual Tree Mark - BT2.35, CT2.35# (Option 1)

Leave Tree Mark - BT2.35, CT2.35# (Option 1)

Slope Protection - BT6.6, CT6.41#, CT6.42#

Spring - BT6.5, BT6.61

Water Source - CT5.31#

Invasive Species, CT6.41#, CT6.42#

Material Source - CT5.221#

Area to Protect (ATP) - BT6.22, BT6.24

Protect Improvement - BT6.22

Protect Improvements Cattle Guard - BT6.22

Protect Improvements Gate - BT6.22

Protect Known Survey Monument - BT6.23

Protect Streamcourse - BT6.5

Existing Road - BT5.12

Road Construction - AT7, BT5.2

Road Reconstruction - AT7, BT5.2

Protect Improvements Trails - BT6.22

Cutting Unit Boundary - BT1.1, BT2.3

Sale Area Boundary - BT1.1

Tractor Yarding - BT6.42, CT6.42#

Pavement

Private/Other Ownership

Forest Boundary

Protect Improvements North Green Mountain trailhead - BT6.22, CT6.22#TH
P I


