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Road 

Number Mile Post Item Description

Season 

of Use Unit Quantity

Unit 

Allowance Appraisal Allowance

FR 849 S

0.02-0.73              

Clear and grub road to match typical 

drawing as directed by the Forest 

Service. Shape road to crown or 

outslope, with minimum ground 

disturbance when possible. Mile 0.71 2,000 1,420.00$                  

0.22

Unclassified borrow. Work includes 

furnishing, hauling and placing 15 

CY (19.5 CY loose) pit run road 

surfacing material onto travel way 

and turn around leg, right.  

Compaction Method - A CY    DQ 15 25 375.00$                     

0.54

Unclassified borrow. Work includes 

furnishing, hauling and placing 15 

CY (19.5 CY loose) pit run road 

surfacing material onto travel way 

and turn around leg, left.  

Compaction Method - A CY    DQ 15 25 375.00$                     

0.71

Unclassified borrow. Work includes 

furnishing, hauling and placing 15 

CY (19.5 CY loose) pit run road 

surfacing material onto travel way 

and turn around leg, left.  

Compaction Method - A CY    DQ 15 25 375.00$                     

Appraisal allowance for furnishing, 

hauling and placing 100 CY (130 CY 

loose) pitrun road surfacing material 

as directed by the Forest Service in 

accordance specT 8130 

C.Y    

DQ 100 25 2,500.00$                  

FR 849 Total Maintenance 5,045.00$                  

FR 863 S

0.02-0.39               

Clear and grub road to match typical 

drawing as directed by the Forest 

Service. Shape road to crown or 

outslope, with minimum ground 

disturbance when possible. Mile 0.37 2,000 740.00$                     

0.09

Unclassified borrow. Work includes 

furnishing, hauling and placing 15 

CY (19.5 CY loose) pit run road 

surfacing material onto travel way 

and turn around leg, left.  

Compaction Method - A CY   DQ 15 25 375.00$                     

0.37

Unclassified borrow. Work includes 

furnishing, hauling and placing 15 

CY (19.5 CY loose) pit run road 

surfacing material onto travel way 

and turn around leg, left.  

Compaction Method - A CY   DQ 15 25 375.00$                     

ANY 

MAINTENANCE 

ROAD SEGMENT 

WITHIN THE SALE 

AREA

Prepared By Alan Pekkala

Civil Engineering Technician    
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FR 863 Total Maintenance 1,490.00$                  
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Road 

Number Mile Post Item Description

Season 

of Use Unit Quantity

Unit 

Allowance Appraisal Allowance

FR 864 S

0.02-0.82               

Clear and grub road to match typical 

drawing as directed by the Forest 

Service. Shape road to crown or 

outslope, with minimum ground 

disturbance when possible. Mile 0.80 2,000 1,600.00$                  

0.26

Unclassified borrow. Work includes 

furnishing, hauling and placing 15 

CY (19.5 CY loose) pit run road 

surfacing material onto travel way 

and turn around leg, right.  

Compaction Method - A CY    DQ 15 25 375.00$                     

0.54

Unclassified borrow. Work includes 

furnishing, hauling and placing 15 

CY (19.5 CY loose) pit run road 

surfacing material onto travel way 

and turn around leg, left.  

Compaction Method - A CY    DQ 15 25 375.00$                     

0.80

Unclassified borrow. Work includes 

furnishing,hauling and placing 15 CY 

(19.5 CY loose) pit run road 

surfacing material onto travel way 

and turn around leg, left.  

Compaction Method - A CY    DQ 15 25 375.00$                     

FR 864 Total Maintenance 2,725.00$                  

FR 865 S

0.02-0.46              

Clear and grub road to match typical 

drawing as directed by the Forest 

Service. Shape road to crown or 

outslope, with minimum ground 

disturbance when possible. Mile 0.44 2,400 1,056.00$                  

FR 865 Total Maintenance 1,056.00$                  

FR 866 S

0.02-0.10              

Clear and grub road to match typical 

drawing as directed by the Forest 

Service. Shape road to crown or 

outslope, with minimum ground 

disturbance when possible. Mile 0.08 2,000 160.00$                     

Prepared By Alan Pekkala

Civil Engineering Technician    
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0.05

Unclassified borrow. Work includes 

furnishing, hauling and placing 15 

CY (19.5 CY loose) pit run road 

surfacing material onto travel way 

and turn around leg, left.  

Compaction Method - A CY    DQ 15 25 375.00$                     

FR 866 Total Maintenance 535.00$                     
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Road 

Number Mile Post Item Description

Season 

of Use Unit Quantity

Unit 

Allowance Appraisal Allowance

FR 867 S

0.02-0.21              

Clear and grub road to match typical 

drawing as directed by the Forest 

Service. Shape road to crown or 

outslope, with minimum ground 

disturbance when possible. Mile 0.19 2,200 418.00$                     

0.19

Unclassified borrow. Work includes 

furnishing, hauling and placing 15 

CY (19.5 CY loose) pit run road 

surfacing material onto travel way 

and turn around leg, right.  

Compaction Method - A CY    DQ 15 25 375.00$                     

FR 867 Total Maintenance 793.00$                     

GRAND TOTAL MAINTENANCE 11,644.00$                

Prepared By Alan Pekkala

Civil Engineering Technician    



GARDNER PINE STEWARDSHIP TIMBER SALE 
 

MAINTENANCE ROAD NOTES 

 
NOTE: All finished roadbeds shall be 12’ as shown in the typical details for crowned roads with no 

ditches. Maintenance roads have areas that need shaping and shall be built to minimize soil 

disturbance. When working in locations with suitable existing vegetation or stability, shaping 

may have to be reduced to retain soil/surface conditions. 

 

NOTE:    In the narrative compacted and loose volumes are noted with loose volumes in parenthesis 

 

NOTE:            There may be underground utility lines in unknown locations on this project. Call MISS DIG 

THREE full working days before any work begins. Phone 1-800-482-7171 

 

NOTE:            There is 250 CY of pit run road surfacing material required. This volume plus the normal 

compaction factor of 130% computes to a loose volume of 325 CY. There is no government 

source available for this project. Material shall be 100% smaller than 6” diameter and at least 

50% larger than 3” diameter. Material must be approved by the Forest Service. 

 

NOTE:            Summer standard typical roads shall be built to minimize soil disturbance and potential erosion, 

and to allow for proper cross drainage. 

 

NOTE:            During pit run borrow and gravel hauling operations, “Trucks Hauling” signs shall be placed on 

Gardner Tower Road and haul route, refer to the Sale Area Map for Cautionary Sign placement. 

Hauling shall not commence until all signs have been put in place as directed by the Forest 

Service. 

 

NOTE:             During clear and grub operations all slash resulting from purchasers operation shall be treated as 

per KT-G6.7#.    
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