
 
Attachment B 

 
Description - This work shall consist of decommissioning designated roads and 
restoring drainage facilities to the original hydrological function.  General 
locations and nature of work by road segment are shown in the attached tables.  
Specific work activities are listed below and will be applied at locations specified 
in the field by the Forest Service.  Refer to Standard Specifications for Construction 
of Roads and Bridges on Federal Highway Projects (FP03) 
Section 211 Roadway Obliteration (a) Method 1. 
 
Contractor supplied equipment and materials – Contractor is responsible for providing 
equipment (excavator type with thumb) and qualified operators capable of performing 
the following work activities.  Equipment must be consistent with that described in 
the Contractor’s Technical Proposal.   
 
Payment - Payment will be based on miles completed. Mobilization and seeding costs 
will not be paid separately and should be figured into the cost per mile.  (Seed is 
Government Furnished) 
 
The Forest Service must first authorize all work.  No payment will be made for work 
that is not first authorized by the Forest Service.  Work must be completed to a 
standard sufficient to meet objectives before payment will be made. 
 
Specific Work Activities 
 

1. Clearing and Slash Treatment - Clearing of trees and slash may be necessary. 
Remove vegetation from fill slope, back slope, and ditch lines prior to 
excavation and placement of excavated material.  
 

(a) Performance. When clearing is needed, it shall be accomplished as follows: 
 

(1) Clearing slash shall be scattered on disturbed areas and shall 
not be incorporated in embankment material unless otherwise agreed 
to by the Forest Service. 

(2) Unless otherwise agreed to, the materials generated will not 
need to be limbed and lopped. 

(3) Materials shall be positioned in a stable position to prevent 
rolling. 

(4) Generated Materials that create such a deep or thick mat that 
they will prevent seeding, ripping, or other ground surface 
treatments called for shall be further scattered or moved off 
disturbed areas. 

 
2. Road Closure Barriers - Road Closure Barriers shall be constructed at locations 

specified by Forest Service.  A typical drawing of this feature is attached. 
 

3. Roadway Obliteration - Refer to Standard Specifications for Construction of 
Roads and Bridges on Federal Highway Projects (FP03) Section 211 Roadway 
Obliteration (a) Method 1.  A typical drawing of this feature is attached. 
 

4. Removal of Culverts - All culverts shall be removed. Channels, following removal 
of drainage structures, shall be reshaped. The stream channel width after 
drainage structures have been removed shall be to the width as staked on the 
ground (or otherwise directed by Forest Service), and to the elevation of the 
original channel or the gradient of the pipe channel whichever is lower. Stream 
banks shall be sloped to the original stream bank contours. Excavated material 
shall be placed on cut sections of the road prism against back slopes along the 
roadbed unless otherwise agreed to.  Excavated material shall be shaped to drain 
and left in an uncompacted condition.  Rocks over 12 inches may be placed along 
edges of channel for erosion control, but shall not narrow the required width of 



the channel. A typical drawing of this feature is attached. 
 

5. Disposal of Culverts - All removed culverts shall become property of the 
Contractor and shall be removed from Government land. Payment for this item 
includes equipment and labor necessary to load and haul removed culverts off 
National Forest lands. No separate payment will be made for the equipment time 
necessary to perform this work. 

 

FSSS - 211.01.  Description. 
 

Add the following to the first sentence: 

            and revegetate all disturbed areas. 

 

211.01 Description. 
 

Add the following to (a) Method 1: 

Remove all pipes, bridges, and other structures. 

 

211.02 Construction Requirements. 
Add the following: 

Limit disturbance to soils and vegetation. Slope all areas to drain and return water 
to natural watercourses. After removing pipes and bridges, obtain approval from CO 
before continuing work. Remove all fill material to the natural channel. Treat slash 
and clearing debris according to Subsection 203.05. 

 

211.02 (a) Rigid material. 

Add the following: 

(3) Pipes and Bridges.  Remove structures such as pipes and bridge components 
according to Subsection 203.05(a), or as approved. 
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