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NORTHERN REGION

: TOTALS
PROJECT: RED SHINER . EOwa RUMAER | T3] i [ ot T Tores [ e
MILES 647 | 140 | 379 | 045 | 025 | 035 0.317 13.63
METHOD OF
1TEM NO. DESCRIPTION MEASURE | UNIT
Sl R T w |
202(02) |Removal of Existing CSP AQ Each | 2 i 3
203(01) |Excavation, Placement Method 1 DO CY 877 B77
203(17)CB |Drainage Excavation-Catehbasin AQ Each 8 5 2 4 19
203(17)DD |Drainage Exeavation-Drgin Dip A Each i 4 6 2 3 16
203(1'HOD Dt'nimge Exeavation-Outlet Ditch AQ LF 20 30 i 20 20 i
210(01) | Clearing/Brushing/Grubbing DO Mile | 647|140 | 379 0.45]| 0.25]| 035 12.71
306(0DA |Reconditioning of Roadbad, Compaction A O Mile | 647140 | 3.79] 048] 6.25] 0.35 12.71
601(01) [Mohilization L.8.Q L8 i 1 1 1 | 1 1 All reg'd
603(01)18 |18-Inch CSP, 0.064" thickness AQ LF 248 158 B8 26 580
603(02) |28™ X 20" CSPA, 0.064" thickness AQ LF | 32 34 66
603(01)36_[36-Inch CSP, 0.064” thickness AQ Lr S6 36 92
625(01) _|Seeding Dry Method (without mulch) DO ACRE 0.30 0.3
625(02) |Seeding Dry Method (with muleh) L5.Q LS | 1 1 1 i 1 All req'd
S A T oo ICULTURE @ oV B - FLATHEAD NATIONAL FOREST o Quantity Sheet
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CULVERT LISTING

STEEL -— 2-24" X 1"
ROADNO. | sTATioN | “ENGTH| CORRUGATIONS | skew | GHict| DITEH REMARKS
SIZE | THICKNESS
911 1.294 32 18" 0.064" * * Replace existing 18" CMP --Same Skew as Exist
1.324 30 18" 0.064" 70° X X New Installation (X-Drain)
2.928 32 18" 0.064" 110° X X New Installation (X-Drain)
3.217 34 18" 0.064 70° X X New Installation (X-Drain)
4.112 32 18" 0.064 110° X X New Installation (X-Drain)
4.127 32 28"x20" 0.064 * Replace existing 24" CMP --Same Skew as Exist
4.140 32 18" 0.064 70° X X New Installation (X-Drain)
4.395 28 18" 0.064" 70° X X New Installation (X-Drain)
6.305 28 18" 0.064" 70° X X New Installation (X-Drain)
9644 0.834 32 18" 0.064" 70° X X New Installation (X-Drain)
0.857 32 18" 0.064" 110° X X New Installation (X-Drain)
0.929 30 18" 0.064" 70° X X New Installation (X-Drain)
0.942 56 36" 0.064" * * Replace existing 24" CMP w 36" --Same Skew as Exist
0.954 32 18" 0.064" 110° X X New Installation (X-Drain)
3.410 32 18" 0.064" 110° X X New Installation (X-Drain)
9682 15+00 48 18" 0.064" 110 X X New Installation (X-Drain)
16+10 36 36" 0.064" New Installation (X-Drain)
23+80 40 18" 0.064" 110° X X New Installation (X-Drain)
9683 1+10 28 18" 0.064" 110 X X New Installation (X-Drain)
2+25 34 28"x20" 0.064" X New Installation (X-Drain)
18+15 32 18" 0.064" 110° X New Installation (X-Drain)
9683 New Const. 8+00 26 18" 0.064" 90 X New Installation (X-Drain)
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GENERAL NOTES

1. ITEMS 202(02) --- All corrugated metal pipes designated for removal shall become the property of the

contractor and shall be removed from national forest lands.

2. ITEM 203(17) DD ---Constructed drain dips shall not have protrusions or depressions greater than 2
in. from the typical section --- (motor grader finish). The skew of the trough and crest of the dip shall be

10 degrees from perpendicular to the road centerline. The cross drain slope of the dip shall be outsloped

5% to 7%. All dip transitions shall be shaped smooth and uniform as shown on the typical. Conserve

rock from dip excavation and place at dip outfall to serve as an energy dissipater. Unless shown

otherwise on the drawings, on ditched roads, do not intercept the ditch line with the drain dips.

3. ITEM 210(01) --- CLEARING/BRUSHING & GRUBBING(Reconstruction) --- For all project roads the
expected brushing methods required to meet the intent of the clearing/brushing & grubbing specification

will require the use of an excavator to pluck and pile the removed trees and brush. The levels are
considered "Heavy" but the quantity of brush and small trees to be removed does vary from beginning to
end of each road. The road widths vary from 14' to 30" including turnouts.(see Section 210 Project

Specification for requirements)

4. ITEM 306(01) --- Recondition roadbeds to a "motor grader finish" --- (with the exception of grubbing to

remove brush and stumps, scarification of the roadbed is not required). Clean & pull existing ditches.

clean catch basins and culverts to drain. shape and grade all existing drain dips and drain sags to

effectively drain water from the road surface (outslope 5%). Berms of duff and debris shall be disposed

off roadway in fill areas, "tracked in," and or feathered out or rolled down. Dispose of oversize and

unsuitable material along adjacent fill slopes. On roads 9682, 9683, 10164 removing Water Bars is
incidental to this pay item. Aggregate surfaced roads, conserve aggregate surfacing .

5. ITEM 625(02) --- Apply seed, fertilizer, and mulch at the rates specified to all disturbed areas outside
of the road shoulder (includes fill slopes, cut slopes, drain dip outlets, etc.). care shall be taken not to

distribute any fertilizer into streams.

DRAIN DIP-SECTION 203(17)DD

Not to Scale

(SEE GENERAL NOTES AND PROJECT SPECS)

75 FT. |

CLEARING/BRUSHING & RECOND. LIMITS TYP'S

Not to Scale
(SEE SECTION 210 PROJECT SPECIFICATION & GENERAL NOTES)

ROADWAY BRUSHING / CLEARING LIMITS f-==

RECONDITIONING LIMITS
ROAD WIDTH VARIES MIN 14'

¢

OUTSLORE 3% =

T

ROAD SECTIONS WITHOUT DITCH

ROADWAY BRUSHING / CLEARING LIMITS

—
RECONDITIONING LIMITS
5' ROAD WIDTH VARIES MIN 14
¢

] OUTSLOPE 3% =
N—

5' ==
1] 5 \
PULL DITCHES

ROAD SECTIONS WITH DITCH

ROADWAY BRUSHING / CLEARING LIMITS
RECONDITIONING

25 FT. _ LIMITS
to 30FT. o}
~— 40 FT. =5
EXISTING ROAD GRADE OUTSLOPE 3% ==
] " =4
CLEAN CATCH BASINS (PROTECT CMP'S)
D =6 IN. AT INSIDE SHOULDER +29% to +3%
D=15"-20" AT OUTSIDE SHOULDER ROAD SECTIONS WITH CMP CATCH BASINS
Forest Sheet Title
U.S DEPARTMENT OF AGRICULTURE Dawn  KMge
FOREST SERVICE byt FLATHEAD NATIONAL FOREST W GENERAL NOTES/BRUSHING/ RECOND. AND DRAIN DIA
R‘: 7 Checked Project Name Scale Sheet Number
NORTHERN REGION Revened % RED SHINER TIMBER SALE AS SHOWN 5




CULVERT INSTALLATION TYPICALS

SECTION 603

CATCH BASIN INSTALLATION TYPICAL

SECTION 203(17)CB

CONSERVE RIPRAP FROM

EXCAVATION AND PLACE
AT INLETS AND OUTLETS
SPECIFIED ON ROAD LOGS

NATURAL GROUND

ON ROAD LOGS.

CROSS DRAIN INSTALLATION

/\TOP OF SUBGRADE

, CULVERT GRADE SHOULD BE AT LEAST 2% MORE
2 X DIA OR 4" MIN. THAN DITCH GRADE. SKEW CULVERT AS NOTED

CONSERVE RIPRAP FROM
EXCAVATION AND PLACE
AT INLETS AND OUTLETS

SPECIFIED ON ROAD LOGS

STREAM CHANNEL

4+~ L_TOP OF SUBGRADE
B

ST

s K NNV
LAY CULVERT ON OR BELOW NATURAL FLOWLINE

OR DIRECTED BY COR

STREAM CULVERT INSTALLATION

DITCHLINE — —

TOP OF CUT
\

CONSERVE AND PLACE RIPRAP AROUND THE INLETS OF ALL NEW CULVERTS
AND AT ALL OTHER CULVERTS AS DESIGNATED ON THE PLANS. .

— = A

CONSTRUCT DITCH BLOCK --
(NO BLOCK AT VERTICAL SAGS
OR STREAM CROSSINGS)

s

B L

A

TRANSITION

TRANSITION i

ey ——— el |
SUBGRADE SHOULDER % ‘25 FT. OR AS STAKED| 25 FT. OR AS STAKED

EXISTING. GROUND

CULVERT SKEW ANGLE
Travel Direction Left to Right

L= A

DITCH BLOCK --
(ARMOR WITH RIPRAP)

. 000 110° 7
/ [

4+~ L_ TOP OF SUBGRADE

EMBANKMENT

INSTALLATION IN EMBANKMENT

/ ROAD ¢

Iltem 603(01) -- Excavate and backfill according to Section 603 (Layer
placement and Compact using compaction equipment). Prior to
beginning work on stream culverts, review the State 124 Permit issued
and follow the requirements. If stream flow exists on the site at the time
of work within the stream banks, the stream shall be diverted around the
work area by either a visquine lined channel, a diversion pipe, pumping,
or other contractor proposed methods, as approved by the engineer.

Care shall be taken to prevent sediment from entering the flowing stream.

NATURAL GROUND

SECTION A-A

ARMOR WITH RIPRAP
|—— r rau
} —-——— SUBGRADE

/ 2
Q DITCH BLOCK BOTTOM OF

CATCH BASIN

SECTION B-B
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ROAD LOG SHEET 7

Project: Red Shiner ROAD NUMBER 911
ITEM ITEM | ITEM | ITEM | ITEM | ITEM | ITEM ITEM ITEM
MILE WORK DESCRIPTION 202(02) |203(17)]203(17) | 203(17) | 210(01) | 306(01) | 603(01) | 603(02) | 625(02)
POST Clear SEED
CSP Brush 18" 28"x20" | MULCH

Removal CB DD oD Grub A CSP CSPA FERT

0.000 |Begin Project at Jnct with 2814-Aggregate Surface | I

For all road disturbing reconstruction activities on this road prism conserve
Aggregate Surfacing as practical. |

drawings. Uproot all trees or clear and grub all vegetation located in the road bed
and the ditchline in-slope. Trees and brush shall be placed in slash piles beyond

Begin Heavy Roadway Clearing/Brushing and Grubbing as Shown on the
clearing limits at sites agreed to by the Engineer. | I

Begin Roadway Reconditioning to repair Aggregate road surface where trees and
brush are removed. Pull and clean out ditches. Use care in conserving aggregate
surfacing. Clean and brush inlets and outlets.

0.007 ||Existing 24" CSP -Clean Inlet Incidental to Item 306(01)

0.025 |[[Existing Gate-Square Bar

0.035 [[Existing Drain Dip

0.084 [Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

0.160 [Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

0.260 [Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

0.349 |Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

0.374 |[Inct with Road 9681 on Left

0.403 |[Existing 18" CSP-Clean and Brush Incidental to Item 306(01)




ROAD LOG SHEET 8

Project: Red Shiner ROAD NUMBER 911
ITEM ITEM | ITEM | ITEM | ITEM | ITEM | ITEM ITEM ITEM
MILE WORK DESCRIPTION 202(02) |203(17)]203(17) | 203(17) | 210(01) | 306(01) | 603(01) | 603(02) | 625(02)
POST Clear SEED
CSP Brush 18" 28"x20" | MULCH

Removal CB DD oD Grub CSP CSPA FERT

0.473 |[Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

0.500 [[Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

0.529 |[[Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

0.538 |[[Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

0.552 [[Existing Drain Dip

0.567 |[[Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

0.601 [Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

0.650 |[[Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

0.658 [Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

0.669 [[Existing Drain Dip

0.681 [Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

0.708 |[[Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

0.737 [Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

0.757 [Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

0.772  [[Existing Drain Dip
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ROAD LOG SHEET 9

Project: Red Shiner ROAD NUMBER 911
ITEM ITEM | ITEM | ITEM | ITEM | ITEM | ITEM | ITEM ITEM
MILE WORK DESCRIPTION 202(02) |203(17)]203(17)]203(17)|210(01) | 306(01) | 603(01) | 603(02) | 625(02)
POST Clear SEED
CSP Brush 18" 28"x20" | MULCH
Removal CB DD oD Grub CSP CSPA FERT

0.821 [Existing 18" CSP-Clean and Brush Incidental to Item 306(01) 10

[[Reconstruct 10" outlet ditch

0.874 |[[Existing 18" CSP-Clean and Brush Incidental to Item 306(01)-

0.939 ||Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

0.974 ||Access Road Left to Agg. Stock Pile Approx 800cy

1.010 ||Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

1.049 |[Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

1.111 |[Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

1.204 |[Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

1.219 |[Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

1.233 |Existing Drain Dip

1.263 |[Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

1.294 |[Remove Existing 18" and Replace with 18" x 32" CSP 1 32
Conserve Riprap to Armor Inlet and Outlet
Conserve Existing Aggregate

1324 |linstall 18" x 30" CSP-skew 70 Construct Catch Basin and Ditch Block 1 30
Conserve Riprap to Armor Inlet and Outlet

A
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |

|| 1
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |

Conserve Existing Aggregate




ROAD LOG SHEET 10

Project: Red Shiner ROAD NUMBER 911
ITEM ITEM | ITEM | ITEM | ITEM | ITEM | ITEM ITEM ITEM
MILE WORK DESCRIPTION 202(02) |203(17)]203(17) | 203(17) | 210(01) | 306(01) | 603(01) | 603(02) | 625(02)
POST Clear SEED
CSP Brush 18" 28"x20" | MULCH

Removal CB DD oD Grub CSP CSPA FERT

1.452 ||Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

1.523 |[Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

1.592 |Existing 24" CSP-On Small Stream

1.602 |[Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

1.622 |Existing Drain Dip

1.640 ||Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

1.657 |[Inct with Road Left

1.817 ||[Existing Drain Dip

1.822 |Existing Sediment Basin Left and Right Ditch

1.835 |Existing 24" CSP-On Small Stream

1.853 |Existing Drain Dip Intercepts Ditch

1.910 |Existing Drain Dip Intercepts Ditch

1.982 |Existing Drain Dip

2.095 [[Existing Drain Dip Intercepts Ditch

A
[
I
[
[
[
[
[
[
[
[
[
I
[
|
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I

2.107 |[Existing 24" CSP-Clean and Brush Incidental to Item 306(01)Small Stream




ROAD LOG SHEET 11

Project: Red Shiner ROAD NUMBER 911
ITEM ITEM | ITEM | ITEM | ITEM | ITEM | ITEM ITEM ITEM
MILE WORK DESCRIPTION 202(02) |203(17)]203(17) | 203(17) | 210(01) | 306(01) | 603(01) | 603(02) | 625(02)
POST Clear SEED
CSP Brush 18" 28"x20" | MULCH

Removal CB DD oD Grub CSP CSPA FERT

2.143 |dnct with Road 911B on Right

2.150 [Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

2.174  [Existing Drain Dip

2.249  [Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

2.325 [Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

2.377 |Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

2.446  |Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

2.559 [Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

2.678 |[Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

2.709  [[Existing Drain Dip

2.711 |Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

2.726 [[Existing 24" CSP-On Small Stream
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2.739 [Existing 18" CSP-Clean and Brush Incidental to Item 306(01)




ROAD LOG SHEET 12

Project: Red Shiner ROAD NUMBER 911
ITEM ITEM | ITEM | ITEM | ITEM | ITEM | ITEM ITEM ITEM
MILE WORK DESCRIPTION 202(02) |203(17)]203(17) | 203(17) | 210(01) | 306(01) | 603(01) | 603(02) | 625(02)
POST Clear SEED
CSP Brush 18" 28"x20" | MULCH

Removal CB DD oD Grub CSP CSPA FERT

2.746 |Existing Drain Dip

2.890 [Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

2.928 |Install 18" x 32" CSP-skew 110 Construct Catch Basin and Ditch Block 1 32
Conserve Riprap to Armor Inlet and Outlet
Conserve Existing Aggregate

2.972 |[[Existing 18" CSP-Clean and Brush Incidental to Item 306(01)
I

3.102 ||Existing 24" CSP-Clean and Brush Incidental to Item 306(01)

3.217 ||Install 18" x 34" CSP-skew 70 Construct Catch Basin and Ditch Block 1 34

Conserve Riprap to Armor Inlet and Outlet

Conserve Existing Aggregate

3.265 |[[Existing Drain Dip

3.277 |[Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

3.305 [[Existing Drain Dip

3.316 |[Existing 18" CSP-Clean and Brush Incidental to Item 306(01)
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ROAD LOG SHEET 13

Project: Red Shiner ROAD NUMBER 911
ITEM ITEM | ITEM | ITEM | ITEM | ITEM | ITEM ITEM ITEM
MILE WORK DESCRIPTION 202(02) |203(17)]203(17) | 203(17) | 210(01) | 306(01) | 603(01) | 603(02) | 625(02)
POST Clear SEED
CSP Brush 18" 28"x20" | MULCH

Removal CB DD oD Grub CSP CSPA FERT

3.347 |Existing Drain Dip

3.462 [Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

3.489 [Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

3.581 |[[Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

3.620 |[Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

3.726 |[[Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

3.746  |Inct with Road 9682 on Left

3.755  [lUnit Bndry 96

3.796 [[Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

3.927 |[Existing Drain Dip

3.985 [[Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

4.112 |Install 18" x 32" CSP-skew 110 Construct Catch Basin and Ditch Block 1 5 32

Conserve Riprap to Armor Inlet and Outlet

Conserve Existing Aggregate

A
[
[
[
[
[
[
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[
[

Construct 5' outlet ditch




ROAD LOG SHEET 14

Project: Red Shiner ROAD NUMBER 911
ITEM ITEM | ITEM | ITEM | ITEM | ITEM | ITEM ITEM ITEM
MILE WORK DESCRIPTION 202(02) |203(17)]203(17) | 203(17) | 210(01) | 306(01) | 603(01) | 603(02) | 625(02)
POST Clear SEED
CSP Brush 18" 28"x20" | MULCH

Removal CB DD oD Grub CSP CSPA FERT

4.127 [|[Remove Existing 24" CSP and Replace with 28" x 20"'x 32" CSPA- Stream 1 32

Conserve Riprap to Armor Inlet and Outlet

Conserve Existing Aggregate

4.140 (Install 18" x 32" CSP-skew 70 Construct Catch Basin and Ditch Block 1 32
Conserve Riprap to Armor Inlet and Outlet
Conserve Existing Aggregate

4.262 |[Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

4.297 |[Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

4.353 |[Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

4.395 [Install 18" x 28" CSP-skew 70 Construct Catch Basin and Ditch Block 1 28

Conserve Riprap to Armor Inlet and Outlet

Conserve Existing Aggregate

4.427 |[|Existing 18" CSP-Clean and Brush Incidental to Item 306(01) 1

[|Reconst Catch Basin and Const. Ditch Block

4.459 |Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

A
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4.459 [lunit Bndry 98




ROAD LOG SHEET 15

Project: Red Shiner ROAD NUMBER 911
ITEM ITEM | ITEM | ITEM | ITEM | ITEM | ITEM ITEM ITEM
MILE WORK DESCRIPTION 202(02) |203(17)]203(17) | 203(17) | 210(01) | 306(01) | 603(01) | 603(02) | 625(02)
POST Clear SEED
CSP Brush 18" 28"x20" | MULCH

Removal CB DD oD Grub CSP CSPA FERT

4.620 |[Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

4.843 |Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

5.018 [Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

5.099 [Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

5.153 [Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

5.240 [Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

5.338 [Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

5.363 [lUnit Bndry 100

5.425 [lUnit Bndry 101

5.553 [[Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

5.613 [Existing J-Hole-Brush-Incidental to Item 210(01)

5.649 [Unit Bndry 101

A
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[

5.754 [Existing 18" CSP-Clean and Brush Incidental to Item 306(01)




ROAD LOG SHEET 16

Project: Red Shiner ROAD NUMBER 911
ITEM ITEM | ITEM | ITEM | ITEM | ITEM | ITEM ITEM ITEM
MILE WORK DESCRIPTION 202(02) |203(17)]203(17) | 203(17) | 210(01) | 306(01) | 603(01) | 603(02) | 625(02)
POST Clear SEED
CSP Brush 18" 28"x20" | MULCH

Removal CB DD oD Grub CSP CSPA FERT

5.883 [lInct with Road 9683R on Left

6.075 [[Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

6.105 [[Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

6.184 |[Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

6.194 [[Reconstruct Drain Dip-Conserve Existing Aggregate 1

6.285 [[Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

6.305 ||Install 18" x 28" CSP-skew 70 Construct Catch Basin and Ditch Block 1 5 28

Construct 5' Outlet Ditch

Conserve Riprap to Armor Inlet and Outlet-Conserve Aggregate

6.351 [[Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

A
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|

6.467 |[Existing 18" CSP-Clean and Brush Incidental to Item 306(01) [
|

I
I
I
I
I
I
I
I
I
I
I
6.234 [lUnit Bndry 103 |
I
I
I
I
I
I
I
I
I
I
I

[|[End Roadway Heavy Clearing/Brushing and Grubbing

[[End Reconditioning

[|Road 911 Work Item Totals 2 8 1 20 | 6.467 | 6.467 | 248 32 1




ROAD LOG

PROJECT: Red Shiner

SHEET 17
ROAD NUMBER 2814

ITEM ITEM
WORK DESCRIPTION 210001) | 306(01)
Clear
Brush
MILE POST Grub | Recond A
0.000 Begin Project at Jnct with 538-Aggregate Surfacing 1 1
For all road disturbing reconstruction activities on this road prism conserve Aggregate Surfacing as
practical. | 1
Begin Heavy Roadway Clearing/Brushing and Grubbing as Shown on the drawings. Uproot all trees or
clear and grub all vegetation located in the road bed and the ditchline in-slope. Trees and brush shall be
placed in slash piles beyond clearing limits at sites agreed to by the Engineer. 1 1
Begin Roadway Reconditioning to repair Aggregate road surface where trees and brush are removed. Pull
and clean out ditches. Use care in conserving aggregate surfacing. Clean and brush inlets and outlets. I |
] ]
0.007 Existing Gate I 1
| |
0.050 Existing 18" CSP-Clean and Brush Incidental to Item 306(01) | I
] ]
0.067 Junct with road Left | 1
] ]
0.082 Turnout on Left-Brush Incidental to Item 210(01) I I
| |
0.119 Existing 18" CSP-Clean and Brush Incidental to Item 306(01) | I
] ]
0.166 Existing Drain Dip ] ]
| |
0.194 Junct with Road 911 Left | l
] ]
0.203 Existing 18" CSP-Clean and Brush Incidental to Item 306(01) I [
| |
0.232 Turnout on Left-Brush Incidental to Item 210(01) I I
] ]




ROAD LOG

PROJECT: Red Shiner

SHEET 18
ROAD NUMBER 2814

ITEM ITEM
WORK DESCRIPTION 210(01) | 306(01)
Clear
Brush
MILE POST Grub | Recond A
0.263 Existing 18" CSP-Clean and Brush Incidental to Item 306(01) | I
] I
0.327 Turnout on Left-Brush Incidental to Item 210(01) I I
| |
0.341 Existing Drain Dip | |
] I
0.359 Existing 18" CSP-Clean and Brush Incidental to Item 306(01) I I
| |
0.409 Turnout on Left-Brush Incidental to Item 210(01) I I
] I
0.427 Existing Drain Dip ] 1
| |
0.455 Turnout On Right-Brush Incidental to Item 210(01) 1 I
] I
0.554 Turnout On Right-Brush Incidental to Item 210(01) 1 I
| |
0.611 Existing 18" CSP-Clean and Brush Incidental to Item 306(01) | I
] I
0.655 Turnout On Right-Brush Incidental to Item 210(01) 1 I
| |
0.715 Turnout On Right-Brush Incidental to Item 210(01) 1 I
] I
0.753 Existing 18" CSP-Clean and Brush Incidental to Item 306(01) I I
| |
0.770 Turnout On Right-Brush Incidental to Item 210(01) 1 I
] I
0.816 Turnout On Right-Brush Incidental to Item 210(01) 1 I
| |




ROAD LOG

PROJECT: Red Shiner

SHEET 19
ROAD NUMBER 2814

ITEM ITEM
WORK DESCRIPTION 210(01) | 306(01)
Clear
Brush
MILE POST Grub | Recond A
0.906 Turnout On Right-Brush Incidental to Item 210(01) 1 1
] I
1.019 Existing 18" CSP-Clean and Brush Incidental to Item 306(01) I I
| |
1.113 Turnout On Right-Brush Incidental to Item 210(01) 1 I
] I
1.148 Existing 18" CSP-Clean and Brush Incidental to Item 306(01) I I
| |
1.227 Turnout On Right-Brush Incidental to Item 210(01) 1 I
] I
1.245 Existing 18" CSP-Clean and Brush Incidental to Item 306(01) I I
| |
1.305 Jnct w Historic Rd Rt ] 1
| |
1.317 Existing 18" CSP-Clean and Brush Incidental to Item 306(01) | I
] I
1.349 Turnout On Right-Brush Incidental to Item 210(01) 1 1
| |
1.385 Turnout On Right-Brush Incidental to Item 210(01) 1 |
] I
1.400 End Road and Jnct with 2813 | I
End Project
End Heavy Roadway Clearing/Brushing and Grubbing
End Recondtioning
Road 2814 Work Item Totals 1.4 1.4




SHEET 20
ROAD LOG ROAD NUMBER 9644
PROJECT: Red Shiner

ITEM ITEM | ITEM | ITEM | ITEM | ITEM | ITEM | ITEM ITEM

MILE WORK DESCRIPTION 202(02) | 203(17) | 203(17) | 203(17) | 210(01) | 306(01) | 603(01) | 603(01) | 625(02)
POST Clear SEED
CSP Brush MULCH

Removal CB DD oD Grub A 18" CSP|36" CSP| FERT

0.000 [IBegin Project at Jnct with 538-Aggregate Surface 1 I

For all road disturbing reconstruction activities on this road prism conserve
Aggregate Surfacing as practical. | I

drawings. Uproot all trees or clear and grub all vegetation located in the road bed
and the ditchline in-slope. Trees and brush shall be placed in slash piles beyond

Begin Heavy Roadway Clearing/Brushing and Grubbing as Shown on the
clearing limits at sites agreed to by the Engineer. | I

Begin Roadway Reconditioning to repair Aggregate road surface where trees and
brush are removed. Pull and clean out ditches. Use care in conserving aggregate
surfacing. Clean and brush inlets and outlets.

0.003 [[Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

0.042 [[Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

0.073 |[Existing Gate

0.174 |[[Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

0.210 |[unit Bndry 35 on Right

0.289 [[Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

0.309 (lunit Bndry 37 on Right

0.438 ||[Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

0.560 ||[Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

0.671 |[Existing 18" CSP-Clean and Brush Incidental to Item 306(01)




SHEET 21
ROAD LOG ROAD NUMBER 9644
PROJECT: Red Shiner

ITEM ITEM | ITEM | ITEM | ITEM | ITEM | ITEM | ITEM ITEM

MILE WORK DESCRIPTION 202(02) | 203(17) | 203(17) | 203(17) | 210(01) | 306(01) | 603(01) | 603(01) | 625(02)
POST Clear SEED
CSP Brush MULCH

Removal CB DD oD Grub 18" CSP|36" CSP| FERT

0.707 ||Unit Bndry 39 on Right

0.778 |[[Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

0.824 |[Construct Drain Dip-Conserve Existing Aggregate 1

0.834 ||Install 18" x 32" CSP-Skew 70 Const. Catch Basin and Ditch Block 1 32

Conserve Riprap to Armor Inlet and Outlet

Conserve Existing Aggregate

0.842 [[Existing 18" CSP-On Small Stream- Brush Inlet

0.857 ||Install 18" x 32" CSP-Skew 110 Const. Catch Basin and Ditch Block 1 10 32

Conserve Existing Aggregate

0.864 |[Construct Drain Dip-Conserve Existing Aggregate 1

0.919 |[Construct Drain Dip-Conserve Existing Aggregate 1

0.929 ||Install 18" x 30" CSP-Skew 70-Construct Catch Basin and Ditch Block 1 30

Conserve Riprap to Armor Inlet and Outlet

Conserve Existing Aggregate

0.942 |[Remove Existing 24" CSP-On Stream 1 56

[[Replace with a 36™ x 56" CSP

o e el el el el el ol ]l el el et el el el el el ]l ]l el el el el el el el e e B2

|
|
[
|
[
|
[
|
[
|
[
|
[
|
Conserve Riprap to Armor Inlet and Outlet-Const 10ft outlet ditch |
|
[
|
[
|
[
|
[
|
[
|
[
|

[[Conserve Riprap to Armor Inlet and Outlet




SHEET 22
ROAD LOG ROAD NUMBER 9644
PROJECT: Red Shiner

ITEM ITEM | ITEM | ITEM | ITEM | ITEM | ITEM | ITEM ITEM

MILE WORK DESCRIPTION 202(02) | 203(17) | 203(17) | 203(17) | 210(01) | 306(01) | 603(01) | 603(01) | 625(02)
POST Clear SEED
CSP Brush MULCH

Removal CB DD oD Grub 18" CSP|36" CSP| FERT

0.954 ||Install 18" x 32" CSP-Skew 110-Construct Catch Basin and Ditch Block 1 32

Conserve Riprap to Armor Inlet and Outlet

Conserve Existing Aggregate

0.964 [IConstruct Drain Dip-Conserve Existing Aggregate 1

0.983 [[Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

1.058 [EExisting 18" CSP-Clean and Brush Incidental to Item 306(01)

1.153 [EExisting 18" CSP-Clean and Brush Incidental to Item 306(01)

1.196 [Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

1.346 [Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

1.366 ||Existing Drain Dip

1.395 [[Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

1.485 [Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

1.553 ||Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

1.676 [[Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

el el e el el ] el ]l el el el el el el el ]l Il el el el el el el el Il el e e |

1.796 [[Existing 24" CSP-On Small Stream




SHEET 23
ROAD LOG ROAD NUMBER 9644
PROJECT: Red Shiner

ITEM ITEM | ITEM | ITEM | ITEM | ITEM | ITEM | ITEM ITEM

MILE WORK DESCRIPTION 202(02) | 203(17) | 203(17) | 203(17) | 210(01) | 306(01) | 603(01) | 603(01) | 625(02)
POST Clear SEED
CSP Brush MULCH

Removal CB DD oD Grub 18" CSP|36" CSP| FERT

1.848 [[Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

1.947 ||Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

2.109 [[Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

2.384 |Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

2.596 [Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

Unit Bndry 49 on Right

2.713 [[Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

2.770 [[Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

2.792 |[Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

2.818 |[Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

2.880 ||Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

2.954 [[Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

3.013 |[|Tire Cattle Watering System in Ditch Line

el el el el el el ol el ]l el el el el el el el el Il el el el el el e Bl el ]l e e |

|
|
[
|
[
|
[
|
[
|
[
|
[
|
2.723 |Unit Bndry on Right |
|
[
|
[
|
[
|
[
|
[
|
[
|
[

3.018 |[Existing 18" CSP-Clean and Brush Incidental to Item 306(01)




SHEET 24
ROAD LOG ROAD NUMBER 9644
PROJECT: Red Shiner

ITEM ITEM | ITEM | ITEM | ITEM | ITEM | ITEM | ITEM ITEM

MILE WORK DESCRIPTION 202(02) | 203(17) | 203(17) | 203(17) | 210(01) | 306(01) | 603(01) | 603(01) | 625(02)
POST Clear SEED
CSP Brush MULCH
Removal CB DD oD Grub 18" CSP|36" CSP| FERT

3.102 [[Existing 24" CSP

3.111 [[Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

3.146 [Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

3.239 [Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

3.286 [[Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

3.385 |[Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

3.410 |Install 18" x 32" CSP-skew 110 Construct Catch Basin and Ditch Block 1 20 32

Conserve Riprap to Armor Inlet and Outlet-Const. 20 outlet ditch

Conserve Existing Aggregate

3.426 [[Existing 18" CSP-Small Stream

3.460 |[Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

3.659 [Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

3.703 |[Unit Bndry right

A
|
[
|
[
|
[
|
[
|
[
|
[
|
[
|
[
|
[
|
[
|
[
|
[
|
[

3.790 [lUnit Bndry 50 right

[[End Project

||End Roadway Heavy Clearing/Brushing and Grubbing and Reconditioning

[|Road 9644 Work Item Totals 1 5 4 30 3.79 3.79 158 56 1




Project: Red Shiner

ROAD LOG

SHEET 25
ROAD NUMBER 9682

ITEM ITEM | ITEM ITEM | ITEM ITEM ITEM ITEM
MILE POST WORK DESCRIPTION 203(17) | 203(17) | 203(17) | 210(01) | 306(01) | 603(01) | 603(01) | 625(02)
OR STATION Clear SEED
Brush | Recond MULCH
CB DD oD Grub A 18" CSP| 36" CSP| FERT
0+00 Begin Project at Jnct with 911-Aggregate Surface | |
For all road disturbing reconstruction activities on this road prism conserve Aggregate Surfacing as
practical. | |
Begin Heavy Roadway Clearing/Brushing and Grubbing as Shown on the drawings. Uproot all trees or
clear and grub all vegetation located in the road bed and the ditchline in-slope. Trees and brush shall be
placed in slash piles beyond clearing limits at sites agreed to by the Engineer. | |
Begin Roadway Reconditioning to repair Aggregate road surface where trees and brush is removed. Pull
and clean out ditches. Use care in conserving aggregate surfacing. Clean and brush inlets and outlets. | |
| ]
0+40 |[Ditch Begins on Right [ ]
| ]
1+10 [IBlade out Existing Berm Incidental to Item 306(01) I I
[lPull Ditch block Incidental to Item 306(01) [ ]
| ]
2+55 |[Blade out Water Bar Incidental to Item 306(01) [ ]
[lPull Ditch block Incidental to Item 306(01) [ ]
| ]
3+30  |[Existing 18" CSP-Clean and Brush Incidental to Item 306(01) I ]
| ]
4+50 [[Construct Drain Dip At Existing Waterbar 1 I I
[lPull Ditch block Incidental to Item 306(01) I I
| ]
7+00  [[Existing 18" CSP-Clean and Brush Incidental to Item 306(01) I ]
(I 1 I
7+10  |[Construct Drain Dip At Existing Waterbar 1 I I
[lPull Ditch block Incidental to Item 306(01) I I
| ]
9+25  |[Blade out Water Bar Incidental to Item 306(01) I I
[lPull Ditch block Incidental to Item 306(01) I I
| ]
12+09  [Blade out Water Bar Incidental to Item 306(01) I I
[lPull Ditch block Incidental to Item 306(01) I I
| ]
13+20  |[Existing 18" CSP-Clean and Brush Incidental to Item 306(01) I ]
(I 1 I
13+30 [[Construct Drain Dip-Conserve Existing Aggregate 1 | |




Project: Red Shiner

ROAD LOG

SHEET 26
ROAD NUMBER 9682

ITEM | ITEM | ITEM | ITEM | ITEM | ITEM | ITEM | ITEM
MILE POST WORK DESCRIPTION 203(17) | 203(17) | 203(27) | 210(01) | 306(01) | 603(01) | 603(01) | 625(02)
Brush | Recond MULCH
CB DD OD Grub A 18" CSP| 36" CSP| FERT
| I
14+00 Blade out Water Bar Incidental to Item 306(01) | |
Pull Ditch block Incidental to Item 306(01) | |
1 I
15+00 Install 18" x 48" CSP-skew 110 Construct Catch Basin and Ditch Block 1 10 | I 48
Construct 10" outlet Ditch. | I
Conserve Riprap to Armor Inlet and Outlet | |
Conserve Existing Aggregate | |
I I
15+20 Construct Drain Dip-Conserve Existing Aggregate 1 | |
1 I
16+10 Install 36" x 36" CSP -Small Intermittent Stream | I 36
Conserve Riprap to Armor Inlet and Outlet | |
Conserve Existing Aggregate | |
\Will Need to Dewater Site | I
I I
18+15 Blade out Water Bar Incidental to Item 306(01) | |
[lPull Ditch block Incidental to Item 306(01) [ I
I . .
20+20  |[Blade out Water Bar Incidental to Item 306(01) I I
[lPull Ditch block Incidental to Item 306(01) I I
I . .
20+65 Existing 18" CSP-Clean and Brush Incidental to Item 306(01) | |
I I
20+80 Construct Drain Dip-Conserve Existing Aggregate 1 | |
1 I
23+60 Construct Drain Dip-Conserve Existing Aggregate 1 | |
1 I
23+80 Install 18" x 40" CSP-skew 110 Construct Catch Basin and Ditch Block 1 | I 40
Conserve Riprap to Armor Inlet and Outlet | |
Conserve Existing Aggregate | |
1 I
23490 Construct Turn Around | I
0.453 End Road Construction
Road 9682 Work Item Totals 2 6 10 0.45 | 045 88 36 1




ROAD LOG SHEET 27

PROJECT: Red Shiner ROAD NUMBER 10164
ITEM | ITEM | ITEM ITEM
MILE POST WORK DESCRIPTION 203(17) | 210(01) | 306(01) | 625(02)
OR STATION Clear SEED
Brush | Recond | MULCH
DD Grub A FERT

0.000 Begin Project at Jnct with 538-Aggregate Surfacing I I

For all road disturbing reconstruction activities on this road prism conserve Aggregate Surfacing as practical. | |

Begin Heavy Roadway Clearing/Brushing and Grubbing as Shown on the drawings. Uproot all trees or clear and grub
all vegetation located in the road bed and the ditchline in-slope. Trees and brush shall be placed in slash piles beyond
clearing limits at sites agreed to by the Engineer. | |

Begin Roadway Reconditioning to repair Aggregate road surface where trees and brush is removed. Pull and clean out
ditches. Use care in conserving aggregate surfacing. Clean and brush inlets and outlets.

0.002 Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

0.030 Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

0.063 Move 5 barrier rocks Incidental to Item 306(01)

0.087 Begin Constructing Drain Dip at Water Bar

Pull Ditch block Incidental to Item 306(01) 1

0.109 Remove Existing Water Bar Incidental to Item 203(17)DD

Pull Ditch block Incidental to Item 306(01)

0.130 Blade out Water Bar Incidental to Item 306(01)

Pull Ditch block Incidental to Item 306(01)

0.135 Existing 18" CSP-Clean and Brush Incidental to Item 306(01)

0.155 Begin Constructing Drain Dip at Exist Water Bar 1

Pull Ditch block Incidental to Item 306(01)

0.180 Remove(End building Dip) at Exist Water Bar

Pull Ditch block Incidental to Item 306(01)

0.250 End Heavy Roadway Clearing/Brushing and Grubbing

End Recondtioning

Road 10164 Work Item Totals 2 0.25 0.25 1




ROAD LOG SHEET 28
PROJECT: Red Shiner ROAD NUMBER 9683

ITEM | ITEM | ITEM | ITEM | ITEM | ITEM ITEM ITEM

MILE POST WORK DESCRIPTION 203(17) | 203(17) | 203(17) | 210(01) | 306(01) | 603(01) | 603(02) | 625(02)
Brush | Recond 28"x20" | MULCH

CB DD oD Grub A 18" CSP| CSPA FERT

0+00 Begin Project at Jnct with 911-Aggregate Surface | |

For all road disturbing reconstruction activities on this road prism conserve
Aggregate Surfacing as practical. | |

Begin Heavy Roadway Clearing/Brushing and Grubbing as Shown on the
drawings. Uproot all trees or clear and grub all vegetation located in the road bed
and the ditchline in-slope. Trees and brush shall be placed in slash piles beyond
clearing limits at sites agreed to by the Engineer. | |

Begin Roadway Reconditioning to repair Aggregate road surface where trees and
brush are removed. Pull and clean out ditches. Use care in conserving aggregate
surfacing. Clean and brush inlets and outlets.

1+10 Install 18" x 28" CSP-skew 110 Construct Catch Basin and Ditch Block 1 20 28

Construct 20" outlet Ditch.

Conserve Riprap to Armor Inlet and Outlet

Conserve Existing Aggregate

1+40 Construct Drain Dip-Conserve Existing Aggregate 1

2425 Install 28" x 20" x 34" CSPA -Small Intermittent Stream 34

Conserve Riprap to Armor Inlet and Outlet

Conserve Existing Aggregate

3+50 Blade out Water Bar Incidental to Item 306(01)

[IPull Ditch block Incidental to Item 306(01)

4+75 |Blade out Water Bar Incidental to Item 306(01)

[[Pull Ditch block Incidental to Item 306(01)

5+95 [IBlade out Water Bar Incidental to Item 306(01)

[IPull Ditch block Incidental to Item 306(01)

8+00 |Blade out Water Bar Incidental to Item 306(01)

[[Pull Ditch block Incidental to Item 306(01)




ROAD LOG SHEET 29

PROJECT: Red Shiner ROAD NUMBER 9683
ITEM | ITEM | ITEM | ITEM | ITEM | ITEM | ITEM ITEM
MILE POST WORK DESCRIPTION 203(17) | 203(17) | 203(17) | 210(01) | 306(01) | 603(01) | 603(02) | 625(02)
Brush | Recond 28"x20" | MULCH
CB DD oD Grub A |18"csp| cCspA FERT
8+38 Existing 18" CSP-Clean and Brush Incidental to Item 306(01) 1

Reconstruct CatchBasin

Conserve Riprap to Armor Inlet and Outlet

8+55 Construct Drain Dip-Conserve Existing Aggregate 1

9+10 Blade out Water Bar Incidental to Item 306(01)

[lPull Ditch block Incidental to Item 306(01)

10+85 |[Blade out Water Bar Incidental to Item 306(01)

[[Pull Ditch block Incidental to Item 306(01)

12+30  |[Blade out Water Bar Incidental to Item 306(01)

Pull Ditch block Incidental to Item 306(01)

13+00 Existing 18" CSP-Clean and Brush Incidental to Item 306(01) 1

13+25  |[Blade out Water Bar Incidental to Item 306(01)

[IPull Ditch block Incidental to Item 306(01)

15+35 |[Blade out Water Bar Incidental to Item 306(01)

[[Pull Ditch block Incidental to Item 306(01)

16+35  |[Existing "J™" Hole / Left-Brush Incidental to 210(01)

16+80 |[Blade out Water Bar Incidental to Item 306(01)

Pull Ditch block Incidental to Item 306(01)

18+15 Install 18" x 32" CSP-skew 110 Construct Catch Basin and Ditch Block 1 32

Conserve Riprap to Armor Inlet and Outlet

Conserve Existing Aggregate

| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
[[Reconstruct CatchBasin I I
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |

18+31 Construct Drain Dip-Conserve Existing Aggregate 1

Begin New Road Construction

Road 9683 Reconstruction Work Item Totals 4 3 20 0.35 0.35 60 34 1




TYPICAL SECTIONS & GENERAL NOTES
TYPICAL CLEARING & GRUBBING LIMITS

Not to Scale
NEW CONSTRUCTION
CLEARING LIMITS
(30" MIN.)
-~ 5 —
-~ SEED ——|
EXISTING GROUND — r i v 1" FILL
¢ | [T WIDENING
="
ouTsLopE 3% — | |~ SEED

SUBGRADE /

N

111

ROAD SECTIONS WITHOUT DITCH

CLEARING LIMITS

GENERAL NOTES
NEW CONSTRUCTION

1. INITIAL CLEARING LIMITS AND CONSTRUCTION STAKES WILL BE SET BY THE
GOVERNMENT. IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO MAINTAIN
AND PRESERVE ALL STAKES AND OTHER MARKS SET BY THE GOVERNMENT.

2. ITEM 201(01) --- CLEARING & GRUBBING --- {UTILIZATION OF TIMBER - METHOD
(1) -—- DISPOSE OF MERCHANTABLE TIMBER IN ACCORDANCE WITH THE
PROVISIONS OF THE TIMBER SALE CONTRACT} -— {SLASH TREATMENT - METHOD
(11) PILING -— ALL TOPS & LIMBS, STUMPS, CULL LOGS, AND OTHER VEGETATIVE
MATERIAL WITHIN THE CLEARING LIMITS SHALL BE CLEARED, GRUBBED,
REMOVED, AND PILED IN CLEAN PILES ADJACENT TO THE CLEARING LIMITS AT
DESIGNATED LOCATIONS FOR LATER BURNING BY THE FOREST SERVICE.
CLEARING REQUIRED FOR BURNING BAYS IS CONSIDERED INCIDENTAL TO THIS
PAY ITEM. PLACE AND CONSTRUCT PILES SO FUTURE BURNING WILL NOT
DAMAGE REMAINING TREES}.

3. ITEM 203(01) — EXCAVATION, EMBANKMENT, & HAUL -— TOLERANCE CLASS G
--- ROADBED FINISHING METHOD A - (SHAPE AND FINISH THE ROADBED TO A
"MOTOR GRADER FINISH". ROCK PROTRUSIONS LESS THAN 1" ABOVE THE
FINISHED ROAD SURFACE WILL BE ALLOWED. GRADE ALL DRAIN DIPS AND DRAIN
SAGS TO EFFECTIVELY DRAIN WATER FROM THE ROAD SURFACE). -
EMBANKMENT PLACEMENT METHOD (1) --- SIDE CASTING & END DUMPING.

4. ITEM 625(01) -—- SEEDING WITHOUT MULCH — APPLY SEED AND FERTILIZER AT
THE RATES SPECIFIED TO ALL DISTURBED AREAS OUTSIDE OF THE ROAD

(30" MIN.) SHOULDERS (INCLUDES FILL SLOPES, CUT SLOPES, DRAIN DIP OUTLETS, ETC.).
- 5 ——
SEED
/ ! i i 1'FILL o5 " 20T om
EXISTING GROUND I = I~ wiDENING
e —
11— i OUTSLOPE 3% '~ SEED —~ 15
A— 4 a1
15 N 31 / d " L \
SUBGRADE 1941 10' 16+75 (E.O.P.)
| T
ROAD SECTIONS WITH DITCH TURN-A-ROUND
Forest Sheet Title
U.S DEPARTMENT OF AGRICULTURE Drawn K. Hyde
FOREST SERVICE o e FLATHEAD NATIONAL FOREST NEW CONSTRUCTION GENERAL NOTES/TYPICALS

7=

NORTHERN REGION

Checked

Reviewed

XK

XK

Project Name

Red Shiner Timber Sale

Scale

Sheet Number

AS SHOWN 30




ROAD #9683 (NEW CONSTRUCTION) PLAN VIEW
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ROAD #9683 (NEW CONSTRUCTION)

DESIGN FILL SLOPE
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