USDA - FOREST SERVICE
TAHOE NATIONAL FOREST
SIERRAVILLE RANGER DISTRICT

SADDLE NORTHEAST
TIMBER SALE

Sale Area and Road Maintenance Map
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Subdivision or Group Number - B1.1
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Sale Area Boundary - B1.1, B2.3, C2.35#
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Subdivision Boundary (Thinning) - B1.1, C2.35#, C2.351#
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Subdivision Boundary (Radial Thinning and Groups) - B1.1, C2.35#
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Group Selection - B1.1, C2.35#

Radial Thin - B1.1, C2.35#

Black Oak Restoration (Thin) - B1.1, C2.35#

Wildlife Enhancement Patch - B1.1, B6.24, C6.24#, C6.41#
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Other Ownership - B1.1, B6.23, C6.41#
Road Number - B1.1
Exisiting Transportation System - B1.1, B5.12, B5.3, B5.4, B6.33, B6.423, B6.6, C5.12#, C5.31#

Planned Temporary Road to be Reopened or Constructed by Purchaser (Location Approximate) -
B1.1, B5.1, B5.12, B5.3, B5.4, B6.33, B6.423, B6.63, B6.6, C5.12#, C5.31#, C6.315#

Road to be Reconstructed by Purchaser - B.1, B5.12, B5.3, B5.4, B6.33, B6.423, B6.6, C5.12#, C5.31#, C5.213#
Proposed Skid Trail Location (Location Approximate) - B1.1, B6.42, B6.422, B6.65, B6.66

Proposed Streamcourse Crossing (Location Approximate) - B1.1, B6.42, B6.422, B6.65, B6.66
Hauling Restricted - B1.1, B5.12, C5.12#, C6.315#
Hauling Prohibited - B1.1, B5.12, C5.12#, C6.315#

Direction of Haul - B1.1, B6.33, B6.841, C5.3
Proposed Landing Location (Location Approximate) - B6.33, B6.34, B6.42, B6.422, B6.64, C6.315#, C6.6#, C6.7#
Potential Water Source (Location Approximate) - B1.1, B5.3, B6.22, B6.5, C5.31#, C5.35#, C6.315#

Spring to Protect (Location Approximate) - B1.1, C6.41#

Streamcourse to Protect - Equipment Exclusion Zone - 25' Minimum - Unless otherwise designated
(Bars Mark Upper Limit) - B1.1, B6.5, B6.6, C6.315#, C6.41#, C6.42#, C6.5, C6.6#

Meadow to Protect - B1.1, B6.61, C6.315#, C6.41#, C6.5, C6.6#

Improvement to Protect, Land Survey Monument (Location Approximate) - B1.1, B6.22, B6.23, C6.41#
Improvement to Protect, Gate or Barricade (Location Approximate) - B1.1, B6.22

Improvement to Protect, Cattle Guard (Location Approximate) - B1.1, B6.22

Improvement to Protect, Range Fence (Location Approximate) - B1.1, B6.22

Helicopter Emergency Evacuation Location (Location Approximate) - B1.1, B6.33
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Subdivision Requirements

33, 34, 35, 36, 70, 107, 109,
110, 111, and 115

THIN, ITM, TS, DF, SEPM, SOS, BACK, MACH, ASTR,
NO LOP, WHOLE, MH, SPACE, TRAC, SUSP, ENDL

17-1 thru 17-2, 19-1, 35-1, 72-1 thru
72-7, 73-1 thru 73-6, 74-1 thru 74-2,
75-1 thru 75-3,76-1 thru 76-3,

80-1 thru 80-3, 109-1 thru 109-3,
111-1, AND 115-1 thru 115-7

GS, LTM, TS, DF, SEPM, SOS, BACK, MACH, ASTR,
NO LOP, WHOLE, MH, SPACE, TRAC, SUSP, ENDL

19,72, 73,74,75, 76, and 80 RT, ITM, TS, DF, SEPM, SOS, BACK, MACH, ASTR,

NO LOP, WHOLE, MH, SPACE, TRAC, SUSP, ENDL
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Requirements Legend
THIN Mechanical Thinning Required - B1.1, B2.2, B2.3, C2.35#, C6.42#
GS Group Selection Required - B1.1,B2.2, B2.3, C2.35#, C6.42#
RT Radial Thinning Required - B1.1, B2.2, B2.3, C2.35#, C6.42#
IT™ Individual Marked Trees - B1.1, B2.35, B6.4, C2.35#
LT™M Leave Marked Trees - B1.1, B2.35, B6.4, C2.35#
TS Treatment of Stumps - B1.1, B6.34. B6.412, C6.41#
DF Directional Felling Required - B1.1, B6.24, C6.41#
SEPM Special Erosion Prevention Control Measures - C6.315#, C6.6#
SOS Sale Operations Schedule - C6.315#
BACK Backblading Required - C6.315#
MACH Pile Landing Slash - B6.7, C6.7#
ASTR Additional Slash Treatment Requirements - B6.7, C6.7#
NO LOP No Limbing - C6.41#
WHOLE Whole Tree Yarding Required - B6.4, B6.42, C6.41#
MH Mechanized Harvesting - B6.4, B6.41, C6.42#.
SPACE Skid Trail/Road Spacing - B6.4, B6.42, C6.315#, C6.42#
TRAC Ground Based Skidding - B6.4, B6.42, C6.42#
SUSP One End Suspension - B6.4, B6.42, C6.42#
ENDL Endlining to Protect Resources - B6.4, B6.42, C6.315#, C6.42#
w Water - Dust Abatement - B6.33, C5.35#, C6.315#, C6.5
R Hauling Restricted - B5.12, C5.12#
N P Hauling Prohibited - B5.12, C5.12#
S— KO Keep Roads and Trails Open - B1.1. B6.22
[ AR e==i 2 N Native Road Surface - B5.12, B5.3, C5.31#, C6.315#
::_:\,_ G Aggregate Road Surface - B5.12, B5.3, C5.31#, C6.315#
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-Traffic Control Plan Necessary for Operation On or Adjacent to
Existing Transporation System Roads or Trails - B6.33
- Remote Automated Weather Station: T.N.F. Eastside Group - B7.2, C7.22#
(For Daily PAL Weather Information, Call 530-994-3401 Opt. 4)
- Cleaning of Equipment Required Before Entering Sale Area - B6.35, C6.315#
- Special Erosion Control Prevention Measures: 5 Acres - C6.6#
- Contour Interval - 40 Feet
- Landlines are approximate.

Data Source: Tahoe National Forest Geospatial Corporate Database
US D A - Projection: UTM Zone 10, Datum NAD83, Spheroid GRS_1980

- This map product is reproduced from geospatial information
:‘/_- prepared by USDA, Forest Service. GIS data and product
_ accuracy may vary. Using GIS products for purposes other than

/ '4 those for which they were created may yield inaccurate results.
’/ - Drafted by Janelle L. Thompson 10/03/2016
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Note: To plot map at 1:12,000 Scale use Custom Arch E2 (26 X 38) Paper Size for Plotter.






