
Eques G STEW Pre-Ad Information 11/2/2016 

Eques G STEW Contract Preliminary Advertisement 

This advance notice is to afford interested parties time to examine the Contract Area prior to winter.  
Interested parties may obtain preliminary information and maps about the Eques G STEW Contract Area by 
calling Erin Kidwell at (503) 630-8791 or go to the forest web page www.fs.usda.gov/goto/mthood/timbersales. 
The Forest Service intends to advertise the Eques G STEW Contract on the Mt. Hood National Forest by the 
end of January 2017. If you have any questions about the specifics of the contract, please call Andy Tierney 
(541) 467-5103. 

 Directions to Eques G STEW Contract Area: From the Hood River Ranger Station head north on OR-35 N 
for approximately 3.4 miles, turn right onto Pine Mont Drive heading southeast for approximately 2.2 miles, 
continue onto FS road 1700 (Surveyors Ridge RD) for 5.7 miles, Turn right onto FS road 1711 head east for 
approximately 1.6 miles where you will enter Contract Area.  

This will be a scaled contract and the measurement of the estimated quantities will be made after felling. The 
Forest Service encourages potential bidders to make their own inspection and estimate prior to bid 
submission. The Forest Service makes no representation, warranty, or guarantee of the accuracy of the 
quantity estimates. The timber harvest units include second growth plantation timber consisting of primarily 
Douglas-fir and grand fir and minor components of western hemlock and western larch. 

Ranger 
District 

General Location Acres Appraised Harvesting 
Systems  

(Percentage of Acres) 

Planned 
Advertisement 

Date 
Hood River T.1N., R.11E., Sections 1, 6, 7, and 

12 W.M., Surveyed, Wasco County, 
Oregon 

147 92% Ground-base 
8% Skyline 

January 30, 
2017 

Potential list of mandatory and optional restorative service type work activities

Project# 

Mandatory 
or Optional 

(M or O) Description 
Unit of 

Measure Quantity* 
001 M Reduce Fuel Loading 147 
002 M Tree Marking 147

*Estimated Quantities for Pre-ad

Volume Estimate and Utilization Standards 

Species Product 
Estimated
Quantity

Unit of
Measures

Minimum Specifications 

Merchantable Tree Piece Required to be Removed 

Diameter 
Breast 
High 

(d.b.h.) 

(inches) 

Number 
of 

Minimum 
Pieces 
per Tree 

Length 

(feet) 

Diameter
Inside 
Bark at
Small End

(inches)

Net Scale 
in % of 
Gross 
Scale 

Douglas-fir  and 
Other Coniferous 
Species 

Sawtimber 5,317 TON 8.0 1 8 5.0 40 

All Coniferous 
Species 

GRN BIO CV 757 TON 6.0 1 8 4.0 N/A 
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Contract Name: Eques G STEW Date:
Forest/District: Hood River Volume type: TON

GB SKY SAW GBC SAW GBC SAW GBC SAW GBC
7 12 0 434 30 241 29 5 2 1 0 681 61 742 61.8
8 5 0 181 13 100 12 2 1 1 284 26 310 62.0
13 17 0 615 43 341 42 7 3 2 0 965 88 1,053 61.9
14 16 0 578 40 321 39 7 3 2 0 908 82 990 61.9
15 51 0 1,845 128 1,023 125 22 10 6 0 2,896 263 3,159 61.9
41c 0 11 398 28 221 27 5 2 1 0 625 57 682 62.0
42 17 0 615 43 341 42 7 3 2 0 965 88 1,053 61.9
43 6 0 217 15 120 15 3 1 1 0 341 31 372 62.0
63 12 0 434 30 241 29 5 2 1 0 681 61 742 61.8

TOTALS 136 11 5,317 370 2,949 360 63 27 17 0 8,346 757 9,103 61.9
0.3313 0.3333
0.1701 0.1551

10/27/16

CCF CONVERSIONS
MBF CONVERSIONS

147

western larchwe ste rn he mloc k
Volume 
Per Acre

Total 
Saw 

Volume

Total 
Nonsaw 
Volume

S p e c i e s    o r    S p e c i e s    G r o u p s
Paymt 
Unit #

Total 
Unit 

Volume
Douglas-fir grand fir

ACRES
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DESCRIPTION PURSUANT TO K-C.3.5.7# – INDIVIDUAL TREE DESIGNATION (OPTION 1) (06/2008) 
 

A. Designation by Prescription “DxP” of Group Selections within subdivisions 7, 8, 13, 14, 15, and 42 is 
specified below:  

 

1. Group Selections are to be designated according to the following objectives: 
 

a. Required Leave Trees 

 

1) Grand Fir greater than 29 inches Diameter at Breast Height (DBH); 
2) Other live coniferous species greater than 24 inches at DBH; and  
3) Live coniferous species less than 24 inches at DBH if it has a Hawksworth Dwarf Mistletoe 

Severity Rating of less than 2. 
 

b. Trees Designated for Cutting 

 

1)  All trees not meeting leave tree requirements in A.1.a. above that are located within 
the specified radius (See Table 1 below) of a tree posted with a Blue Subdivision Boundary 
tag with Yellow paint.   

  

c. Use the Universal Transverse Mercator (UTM) coordinate listed in Table 1 below to locate 
the tree with the Subdivision Boundary tag with Yellow paint and to determine the radius of the 
Group Selection. The Group Selections need to be approved by the Forest Service before the 
Subdivision is cut.  

 

d. Boundaries of Group Selections shown on the Contract Area Map (CAM) have NOT been 
designated on the ground by the Forest Service.  Designation of boundaries are not required 
under this prescription, however the Group Selections must be measurable and must meet the 
requirements listed below:  

 

1) All trees with a Blue Subdivision Boundary tag with Yellow paint will not be designated for 
cutting.   

2) Any Global Positioning System used for location and/or designations in this prescription 
must meet the following specifications: 

 
a) Receive satellite signals in 3D 
b) Are set in Zone 10, North American Datum 1983. (NAD83) 

 

Table 1 Group Selection Locations (UTM Coordinates) 

Subdivision Easting Northing Radius (feet) 

7 618125 5041618 118 
8 618265 5041751 118 
13 618676 5040412 118 
13 618876 5040462 118 
14 618967 5041004 118 
15 618762 5041001 166 
15 618893 5040879 166 
15 619136 5041088 166 
42 619066 5039501 118 
42 619175 5039577 118 

   
2. Group Selection Definitions:  

 
a. Hawksworth Dwarf Mistletoe Severity Rating System: Refer to the diagram at the end of this 

provision  

B. Designation by Prescription “DxP” of Skips within Subdivisions 7, 8, 13, 14, 15, 41c, 42 and 63 is 
specified below:  

  
1. Skips are to be designated according to the following objectives: 

 
a. Skip trees are designated with Orange or White paint above and below stump height as 
indicated in table 2 below. No tree within 25 feet of a designated skip tree would be cut. Skip 
trees are to be left standing. 
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b. Use the Universal Transverse Mercator (UTM) coordinate listed in Table 2 below to locate the 
Skip designated with Orange or White painted trees. Each individual Skip is comprised of 
multiple Orange or White painted trees. See Table 2 for the number of Orange or White painted 
trees within a skip. 

 
c. Boundaries of Skips shown on the Contract Area Map (CAM) have NOT been designated on the ground 

by the Forest Service.  Designation of boundaries are not required under this prescription, 
however, the Skips must be measurable and must meet the requirements listed below:  

 
1) All trees with Orange or White paint will not be designated for cutting.   
2) Any Global Positioning System used for location and/or designations in this prescription 

must meet the following specifications: 
    

a) Receive satellite signals in 3D 
b) Are set in Zone 10, North American Datum 1983. (NAD83) 

 
Table 2 Skip Locations (UTM Coordinates) 

Subdivision Easting Northing Number of Trees 
Designated Skip 

Tree Color 
7 618017 5041725 6 Orange 
7 618057 5041684 6 Orange 
7 618105 5041735 6 Orange 
7 618167 5041695 6 Orange 
8 618190 5041760 6 Orange 
13 618694 5040506 6 Orange 
13 618751 5040323 6 Orange 
13 618760 5040374 6 Orange 
13 618851 5040375 6 Orange 
14 618705 5040532 6 Orange 
14 619029 5040953 6 Orange 
15 618768 5040889 6 Orange 
15 618860 5041197 6 Orange 
15 618891 5041090 6 Orange 
15 618953 5041107 6 Orange 
15 618973 5041201 6 Orange 
15 619023 5041087 6 Orange 
15 619030 5041168 6 Orange 
15 619074 5041303 12 Orange 
15 619108 5041238 6 Orange 
15 619136 5041277 6 Orange 
15 619241 5041088 6 Orange 
41c 619326 5039469 6 White 
41c 619374 5039412 6 White 
42 618979 5039486 6 Orange 
42 619085 5039609 6 Orange 
42 619143 5039619 6 Orange 
42 619260 5039657 6 Orange 
63 619126 5040348 6 Orange 

 
C. Designation by Prescription “DxP” of Leave Tree Marking “LTM” within Subdivision 7, 8, 13, 14, 15, 41c, 

42, 43 and 63 as indicated in Project 003 in Attachment D is specified below: 
 
1. Selection of leave trees within the LTM areas: 

 
a. Live trees, specified in C.1.b. below and located within the LTMs shown on the Contract Area 

Map must be designated as leave trees by the Contractor and approved by the Forest Service 
before the LTM is cut. All trees not selected as leave trees are designated for cutting. 

b. All trees 24 inches or greater in diameter measured at DBH must be designated as leave trees.    
c.  Select remaining leave trees using the spacing in Table 3. 

 
Table 3 Subdivision Average Spacing 

Subdivision 
Average Spacing Between Leave 
Trees Within Subdivision (feet)

7 19 
8 27 
13 21 
14 19 
15 20 
41c 27 
42 21 
43 27 
63 19 
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1) The following prioritized guidelines will be used for tree selection to attain leave trees 
at the approximate specified spacing. 

 
a)  Trees in C.1.b. above, if present, shall be part of the leave trees chosen at the 

specified spacing.   
b)  The largest diameter and healthiest trees in the stand. Where available, leave trees 

shall be of good form and will not have dead or forked tops, visible signs of insect or 
disease damage or be heavily infested with dwarf mistletoe.  Use the following 
priority: 

 
 (1) Western Larch 
 (2) Ponderosa Pine 
 (3) Western White Pine 
 (4) Western Red Cedar 
 (5) Western Hemlock 
 (6) Douglas-fir 
 (7) Grand Fir  

 
d. Where stocking allows do not mark to leave any tree less than 24 inches DBH that has a 

Hawksworth Dwarf Mistletoe Severity Rating of 2 or greater. 
 

2.  Tree Marking paint application for LTM’s: 
 

a. The color of the leave tree paint will be approved by the Forest Service per K-G.8.4.  Tree 
marking paint shall be provided and applied by the Contractor at their expense. 

 
b. The amount of paint applied should be of sufficient quantity to remain visible on marked trees 

after this contract has been completed. 
c. Trees shall be marked in such a manner that 
 

1) Paint is visible from all sides, unless within 100 feet of an open road.  
2) Painted stump marks cannot be rubbed off if scraped and must be present and identifiable 

after the timber harvest operations in this contract. 
 

d. Black paint will be required to delete unacceptable marking.  When black paint is used to 
delete prior work the entire prior stump mark must be covered. Other deleted paint marks shall 
have black paint applied but the original color need not be totally blacked out. 

  
Designation by Prescription “DxP” Definitions for Sections A, B, and C:  
 

a. Distances are measured slope distance.  
b. Diameter at breast height (DBH) is measured from the ground on the uphill side of the tree to a 

height of 4.5 feet.   
c. The average tree spacing within each Subdivision shall be consistent with that specified in 

Table 3 with individual tree spacing’s meeting Table 3 specifications plus or minus 50% where 
stocking allows. 

d. Hawksworth Dwarf Mistletoe Severity Rating System: Refer to the diagram at the end of this 
provision 
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 Project Number 001 – Reduce Fuel Loading  
 
End Results –Treating ladder fuels and disposing of existing and activity created slash to reduce fuel 
loading to not exceed 8 to 10 Tons per Acre. 
 
Project Location 
 
The locations of the worksites are shown on the Contract Area Map. This project work will be done within the 
boundaries of all stewardship units of the Eques G Stewardship Contract. See table below for acres by 
individual stewardship unit. 
 

Stewardship Units Acres 

7 12 
8 5 
13 17 
14 16 
15 51 
41c 11 
42 17 
43 6 
63 12 

 
Technical Specifications 
 
In stewardship units, cut and dispose of all brush, Douglas-fir and Grand Fir trees over 12.0 inches in 
height, and less than 7.0 inches stump diameter measured at 6.0 inches above the ground. Do not cut Western 
Larch, Western White Pine, Ponderosa Pine or Western Red Cedar.  Maximum stump height is 6.0 inches with no 
live limbs.  
 
Dispose of slash to a fuel loading of 8 to 10 tons per acre.  Slash is defined as vegetative debris including, 
but not limited to, brush, cull logs, pushed-out stumps, chunks, broken tops, limbs, branches, rotten wood, 
damaged, cut or destroyed reproduction, saplings and poles, existing or created by the activity.  Process 
used shall in no way damage or kill existing leave trees. Burning by Contractor will not be approved.  
 
Impact to soils from Contractor’s Operations shall be less than 10 percent of the stewardship unit area.  
Impact is defined as soils being exposed by the removal of the duff layer or displaced from one place to 
another as the result of Contractor’s Operations.  
 
Not more than 10 percent of the residual stand may be damaged by Contractor’s Operations. Scarring of boles 
that exceed 16 square inches of cambium exposure will be considered damage. Any tree "root sprung" or with 
a broken top is damage. 
 
Contractor’s Obligations 
 
The Contractor shall furnish materials, labor, supervision, transportation, and all supplies for this 
project.  
 
Commencement, Prosecution, and Completion of Work  
 
A. The Contractor shall be required to (a) commence work under this contract after a pre-work meeting 
agreed upon by the Contractor and Forest Service, and (b) prosecute the work diligently. 

  
 B. It is anticipated that adverse weather and/or road conditions may prevent access to the work sites or 

performance to specifications during certain periods of the year.  
 
Acceptable Quality Level 
 
The Forest Service will visually compare the slash remaining on site with the slash loading photo series on 
file at the Hood River Ranger Station. The reference photo is on page 42 of USDA GTR PNW 52 (1976). If the 
fuel loading appears to be within specification the work will be accepted on a completed subdivision. 
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Project Number 002 – Tree Marking 
 
End Results – mark leave trees according to Forest Service specifications to meet the end results described 
in K-C.3.5.7# (Option 1)in the contract. 
 
Project Location 
 
The location of the worksite is shown on the Eques G Contract Area Map “DxP”.  This project work will be 
done within the boundaries of all subdivisions of the Eques G Stewardship Contract. 
 
Technical Specifications 
 
Leave trees shall be designated as specified in K-C.3.5.7# (Option 1).  
 

 Contractor’s Obligations - The Contractor shall furnish materials, labor, supervision, transportation, and 
all supplies not provided by the Government, which are required to complete the project.  The Forest 
Service shall provide subdivision maps.  

 
 
 

 Commencement, prosecution, and completion of work: 
 

A. The Contractor shall be required to (a) commence work under this contract after a pre-work meeting 
agreed upon by the Contractor and Forest Service, and (b) prosecute the work diligently. The time 
stated for completion shall include final cleanup. 

 
B. Work on this stewardship project must occur prior to harvest activities in all subdivisions. It is 

estimated that adverse weather and/or road conditions may prevent access to the work sites or 
performance to specifications during certain periods of the year. 

 
C. The Contractor shall notify the Forest Service in writing upon completion of work for each subdivision. 

 
 
 
 
 
 
 

 



Acceptable Example: Total loading 8.9 tons/acre

ekidwell
Pencil



Un-Acceptable Example: Total loading 14.9 tons/acre

ekidwell
Pencil



Acceptable Example: Total loading 6.7 tons/acre

ekidwell
Pencil
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