
Reduced for TSTA Units
Net BdFt Vol (UC5) MBF by Class Size for PP and SP % diff % Reduced

Unit DF IC PP RF SP WF Total Species 6-11 12-19 20-23 24+ Total PP 97670 0.941579 0.058421
11 30110 368 3046 762 496 10995 45777 PP 14.51275 29.67141 10.05757 37.72266 91.964 SP 26817 0.878212 0.121788

8 116684 5850 88918 4646 23055 36216 275369 SP 0.130 3.822 4.960 14.639 23.551
TOTALS 146794 6218 91964 5408 23551 47211 321146

Net BdFt Vol (UC10) w/1 year deterioration
Unit DF IC PP RF SP WF Total MBF class size for TEA data entry w/deterioration for PP and SP

11 27400 368 3046 655 481 9016 40966 Species 6-11 12-19 20-23 24+ Total
8 106182 5850 88918 3996 22363 29697 257006 PP 7.692 15.726 5.331 19.993 48.741

TOTALS 133583 6218 91964 4651 22844 38713 297973 SP 0.091 2.675 3.472 10.247 16.485
Net BdFt Vol (UC10) w/1 - 2 year deterioration

Unit DF IC PP RF SP WF Total
11 27400 350 1614 396 347 4178 34286

8 106182 5558 47127 2416 16139 13762 191183
TOTALS 133583 5907 48741 2812 16486 17940 225,469  
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Net CuFt Vol (UC10)
Unit DF IC PP RF SP WF Total

11 5373 85 548 116 74 1946 8141
8 18471 1104 14537 708 3412 5808 44040

TOTALS 29076 1462 16171 1056 3949 9720 61434
Net CuFt Vol (UC10) w/1 year deterioration

Unit DF IC PP RF SP WF Total
11 4889 85 548 100 72 1596 7290

8 16809 1104 14537 609 3310 4763 41131
TOTALS 21698 1189 15085 709 3381 6358 48420

Net CuFt Vol (UC10) w/1 - 2 year deterioration
Unit DF IC PP RF SP WF Total

11 4889 81 290 60 52 739 6112
8 16809 1049 7705 368 2388 2207 30526

TOTALS 21698 1130 7995 428 2440 2947 36,638        
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