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The contractor shall provide all materials, labor, equipment, tools, transportation, permits, licenses, supervision, 
expertise, and other incidentals necessary to successfully complete road maintenance services including tasks and 
subtasks related to aggregate placement on roads listed for mandatory work.    
 
LOCATION 
 
Roads are located within Forest boundaries of the Pleasant Hill Ranger District on the Ozark-St. Francis National 
Forest.  Work locations will be designated by the Forest Service across approximately 3.6 miles of 1422 and 1.7 
miles of 1427.  Location and mileage are attached. This work will consist of aggregate placement, via tailgating.  
Depth will be determined prior to placement by the authorized official.  Mileage listed have been determined by 
odometer, or geographic information system (GIS).  For purposes of the contract, quantities listed on this task order 
are considered actual and not an estimate.  Total quantity of 1.5” clean, crushed aggregate is 900 tons. 
 

  
Road 

Termini  
Miles 

 
Project From To Tons 

01 1422 4420 1427    3.6  500 

02 1427 1422 1427B 1.7 400 
      
      

Total    5.3 900 
 
 
MANDATORY SERVICE WORK TIMING 
 
To facilitate timely inspections, the contractor shall inform the Government of the proposed operation schedule. The 
contractor shall notify the Government of schedule changes.   
 
All work shall be performed during the time period of one-half hour after sunrise to one-half hour before sunset, 
Monday through Friday, unless time changes are approved by the COR or Inspector. 
 
PERFORMANCE OF SIMILAR WORK BY THE GOVERNMENT 
 
Nothing in this contract restricts the Government from performing any of the work with its own organization and workforce. 
 
CONTRACTOR REPRESENTATIVE 
 
The contractor shall provide a contract representative for the performance of the work.  The name of this person and 
an alternate(s) who shall act for the contractor when the contractor is absent shall be designated in writing to the 
contracting officer.  The contractor representative or alternate shall have full authority to act for the contractor on all 
contractual matters relating to daily operation of this contract.  The Contractor Representative designated by the 
contractor shall have the ability to read, write, and speak English and communicate with crew members.  
 
CONTRACTOR ACCESS 
 
If the contractor must unlock a gate, the Contractor is required to relock the gate upon entry and egress. 
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EQUIPMENT CLEANING – INVASIVE SPECIES OF CONCERN 
 
(a) The contractor shall ensure that any equipment intended for use during contract performance, either mechanical 
or otherwise, shall be free from invasive species of concern before use on this contract or any subsequent task order.   
 

(i) Prior to commencing work on a project, the contractor shall advise the Forest Service of previous equipment 
cleaning measures and make equipment available for inspection upon request. Forest Service shall have 2 days, 
excluding weekends and Federal holidays, to inspect any equipment to ensure it is free of invasive species of concern.  
Equipment shall be considered clean when a visual inspection does not disclose seeds, soil, vegetative matter, and 
other debris that could contain or hold seeds of invasive species of concern.  After satisfactory inspection or after such 
2-day period, the contractor may proceed with work as directed by the Contracting Officer (CO)  
 
(ii) If the contractor desires to clean equipment on National Forest land, such as at the end of a project or prior 
to moving to or through an area that is free of invasive species of concern, the contractor shall obtain prior 
approval from CO as to the location for such cleaning and measures, if any, for controlling impacts.  

 
(b) The respective District Offices maintain a current list and maps of areas known by the Forest Service that are 
infested with invasive species of concern and are available upon request. The parties shall promptly communicate 
with one another with respect to description or designation of additional locations; discovery of locations of new 
species or new infestation; and addition of species to the list of invasive species of concern and any potential impact 
on contract operations. 
 
PROTECTION OF EXISTING VEGETATION, STRUCTURES, EQUIPMENT, UTILITIES, AND 
IMPROVEMENTS  
 
(a) The Contractor shall preserve and protect all structures, equipment, and vegetation (such as trees, shrubs, and 

grass) on or adjacent to the work site, which are not to be removed and which do not unreasonably interfere 
with the work required under this contract. The Contractor shall only remove trees when specifically authorized 
to do so and shall avoid damaging vegetation that will remain in place.  

 
(b) The Contractor shall protect from damage all existing improvements and utilities (1) at or near the work site, 

and (2) on adjacent property of a third party, the locations of which are made known to or should be known by 
the Contractor. The Contractor shall repair any damage to those facilities, including those that are the property 
of a third party, resulting from failure to comply with the requirements of this contract or failure to exercise 
reasonable care in performing the work. If the Contractor fails or refuses to repair the damage promptly, the 
Contracting Officer may have the necessary work performed and charge the cost to the Contractor.  

 
(c) The Contractor shall take every precaution necessary to prevent pollution of any stream.  All streams shall be 

kept free of Contractor generated debris.  Heavy equipment shall not operate within the streamside management 
zones as designated by the COR.  The COR will designate stream crossings if required. 

 
(d) Improvements such as fences, gates, property boundaries, corner monuments and trees that are marked or 

identified with paint, signs, tags, and/or blazes shall be protected by the contractor. 
 

(e) Trees that are located adjacent to roads, fire lines, fences, private property, rights-of-way, or other structures 
and are designated for treatment shall be severed and felled so as not to damage, lean on, clog or otherwise 
obstruct existing structures or facilities. 

 
(f) The contractor will notify the COR immediately of any damaged structures and repair damages that have 

resulted from the contractor’s operations. 
 
(g) Lead off and wing ditch structures that have been constructed for system roads shall be protected. 
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DOCUMENTATION 
 
The contractor is required to maintain a Work Plan and Schedule, Quality Control Plan, and Safety Plan acceptable 
to the Government throughout the life of this contract. 
 
Measurable Performance Standards 
 
Proper quantity of surface course Material placed on Forest Service Roads 1422 and 1427 as 
confirmed by weight or volume tickets provided to the Forest Service by the contractor and 
that surface course Material is placed in accordance with specifications outlined above. 
 
INSPECTION AND TESTING   
 
The contractor shall make available to the Government any records, materials, and other evidence regarding 
inspection, testing, and quality control for any work performed under this contract for examination, audit, or 
reproduction.  This requirement also applies to any subcontracts under this contract.  The Contractor shall notify 
subcontractors appropriately and insert this requirement in all subcontracts under this contract.   
 
 

SECTION II - GOVERNMENT FURNISHED PROPERTY/SERVICES/DATA ETC. 
 

GOVERNMENT FURNISHED 
PROPERTY/SERVICES/ 

DATA ETC. 

WHERE, WHEN, HOW TO 
BE FURNISHED TO CONTRACTOR 

Maps of Treatment Areas Mandatory Service work in the Yard Stewardship 
 
 

SECTION III - CONTRACTOR FURNISHED CRITICAL ITEMS/SERVICES 
                    
                                  Description                                                                           Quantity 

 1.5” clean, crushed aggregate                                        900 Tons 
 
 

SECTION IV – PERFORMANCE WORK STATEMENT TASKS AND CRITICAL SUBTASKS 
 
 
5.1 AGGREGATE PLACEMENT 
 

Yard Stewardship Aggregate Mandatory Service Work (Aggregate Placement)  
 

  
Road 

Termini  
Miles 

 
Project From To Tons 

01 1422 4420 1427    3.6 500 

02 1427 1422 1427B    1.7 400 
Total       5.3 900 
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1. Payment will be made based on tons of specified material documented with weight tickets from pit scales. 

 
2. Contractor shall provide pit source name and location. 
 
3. Aggregate shall be crushed or screened to meet 1.25” clean. 
 
 
 

SECTION V - GOVERNMENT PUBLICATIONS/INDUSTRY STANDARDS/STATE STANDARDS/ 
GOVERNMENT STANDARDS/TECHNICAL EXHIBITS 

 
NUMBER/DATE TITLE AGENCY 

2003 Arkansas Standard Specifications for Highway Construction 

http://www.arkansashighways.com/standard_spec_2003.aspx 
Arkansas State Highway and 
Transportation Department 

2009 Manual of Uniform Traffic control Devices (MUTCD) 

http://mutcd.fhwa.dot.gov/ 
Federal Highway Administration 

Wage 
Determination No: 

1979-1136 

Wage Determination No: 1979-1136, Forestry and Land 
Management Services, Arkansas 

This wage determination and any revisions applies to work 
performed in Arkansas.  An electronic version can be downloaded 
from this link:  http://www.wdol.gov/wdol/scafiles/non-std/79-
1136.sca?v=38  

Department of Labor 

Wage 
Determination No: 

1977-1428 

Wage Determination No: 1977-1428, Forestry and Land 
Management Services, Oklahoma 

This wage determination and any revisions applies to work 
performed in Oklahoma.  An electronic version can be downloaded 
from this link:  http://www.wdol.gov/wdol/scafiles/non-std/77-
1428.sca?v=40 

Department of Labor 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

http://www.arkansashighways.com/standard_spec_2003.aspx
http://mutcd.fhwa.dot.gov/
http://www.wdol.gov/wdol/scafiles/non-std/79-1136.sca?v=38
http://www.wdol.gov/wdol/scafiles/non-std/79-1136.sca?v=38
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                                          SECTION VI – QUALITY/PERFORMANCE STANDARDS 
 

Tasks/Critical 
Subtasks 

Quality/ 
Performance 

Standards 

Acceptable 
Quality Level 

(AQL) 

Means of 
Measurement Negative Incentives Positive Incentives 

      
5.3. Aggregate 
Placement 
 

Arkansas 
Standard 

Specifications 
for Highway 
Construction 

 

100% for all 
tasks and 
subtasks 

 
Few to No 

Issuances of 
Notices of 

Noncompliance 
 

Review contractor 
records, data, 
reports 
 
Periodic/ Random 
Inspections by the 
Government 
 
Periodic Review 
of Daily Diaries 
and Government 

Records 

Repair, replace, or rework at 
no cost to Government 
 
 
Less than satisfactory 
performance evaluation 
 
 
 

 

Satisfactory or Better 
performance rating 
 
 

 

 
 
 
 
 
Monitoring/Acceptable Quality & Quantity Level 
 
Monitoring and Disincentives 
 The government will conduct visual inspections along the listed Mandatory Service work to 
determine compliance with work specifications as well as inspect and tally weight or volume 
tickets furnished by the contractor.  Initial inspection will consist of a review of work performed 
in terms of its compliance with outlined specifications.  When work appears satisfactory, it will 
be accepted.  When work appears unsatisfactory, the contractor will be responsible for rework to 
correct the need as reasonably determined by the Contracting Officer.  The Forest Service may 
suspend operations if it is apparent that the contractor is performing work that is not meeting 
specifications. 
 
Surface Course Material Quantity will be evaluated by tallying weight or volume tickets 
provided by the contractor to the Forest Service. Loads hauled and placed that do not have a 
corresponding weight or volume ticket that was provided to the Forest Service by the contractor 
will not be counted. The contractor must place 100% of the required surface course Material and 
provide weight or volume tickets totaling at least 100 % of the required amount before work will 
be accepted.  
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