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Sale Area Boundary, Subdivision Boundary, B1.1

Cutting Unit B1.1, B2.3

Other than National Forest Ownership

Existing Transportation System Road, B5.1, B5.12

Protect Improvements, (FS Trail) B6.22

Specified Road Reconstruction, B5.2, A7
Specified Road Construction, B5.2, A9
Highway

Road or Trail Number

Special Treatment Zone, C6.4#

Limited Operating Period, C6.316#

SD
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WHEN FOREST SERVICE PERFORMS THE RECONSTRUCTION
DELETE THE WORD “SPECIFIED” FROM TRANSPORTATION

Hand Fireline/Fuelbreak Construction, C6.7#
Species Designated Unit, B2.3, C2.38#
Leave Tree Marking Unit, B2.35, C2.358#

Tractor Skidding Specified, B6.42, C6.4#

Skyline Yarding Specified, B6.42, C6.4#

Existing Road, Hauling Restricted, B5.12, C5.12#
Existing Road, Hauling Prohibited, B5.12, C5.12#
System Road Stabilization C5.419#

Existing Closure, To Be Closed, C5.41#

To Be Closed, Closure to be Installed, C5.41#

Existing Gate

Landlines are Approximate

FACILITIES ITEMS

LISTED ABOVE.
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C2.38# - SPECIES DESIGNATION (1/09). Within the cutting units shown below, listed species are

designated for cutting when they (a) meet utilization standards and (b) are smaller than the stump
diameter listed below and shown on the Sale Area Map:

. . . Maxi St Di t
Unit Designated Species ax1mur_n (Inlcl:rliz) rametet
Lodgepole Pine Sawtimber
1,2 is designated for removal. N/A
12 All Non-sawtimber species
’ are designated for removal. 8.0
All Non-sawtimber species
201 are designated for removal. 8.0
1
All Non-sawtimber species
202,203 are designated for removal. 2.0
Except PP, WL, WP, ES
1/

Stump diameter will be measured at 6.0 inches above ground level on the uphill side of the tree. A

minimum stump height of 6.0 inches above ground level on the uphill side shall be left in the units listed

above.

1/ In addition to those species listed above, trees marked with BLUE paint are also designated for

cutting.

In addition, any trees within the cutting unit boundary that are wind thrown prior to Purchaser's

logging in the immediate vicinity which meet Utilization Standards in amounts less than
specified in B2.133 are designated for cutting.




