KOCC T.S.

SUBGRADE, SURFACING, AND ROCK
For appraisal purposes only, not part of the contract, not to be used as final design.
	Road Name
	From Station

(Approx.)
	To Station

(Approx.)
	Subdivision
	Cut 

Slope

Ratio
	Fill 

Slope 

Ratio
	Finished Surface Width Excluding Curve Widening and Turnouts

Feet
(Approx.)


	Uncompacted Depth of New Rock

Inches
(Approx.)
PIT RUN
	Designated Rock Source

PIT RUN
	Remarks



	T1
	0+00
	14+50
	32 A,B,C
	Utilize Existing Prism
	12
	12
	Grindstone
	1,3

	T2
	0+00 
	8+16
	32A
	Utilize Existing Prism
	12
	12
	Grindstone
	1,3

	T3
	0+00  
	10+83 
	17B
	1:1
	1½:1
	12
	12
	Grindstone   
	1,3

	T4
	 0+00
	5+24 
	17B
	Utilize Existing Prism
	12
	6
	Grindstone   
	1,3

	T5 
	0+00
	7+77
	17B
	Utilize Existing Prism
	12
	6
	Grindstone
	1,3

	T6
	0+00
	6+32
	24
	1:1
	1½:1
	12
	12
	Grindstone
	1,3

	T7
	0+00
	14+38
	26A, B
	Utilize Existing Prism
	12
	12
	Grindstone
	1,3,4

	T7
	14+38
	27+28
	26A, B
	Utilize Existing Prism
	12
	6
	Grindstone
	1,3

	T8
	0+00
	24+76
	27
	Utilize Existing Prism
	12
	12
	Grindstone
	1,3,4

	T9
	0+00
	4+85
	27
	Utilize Existing Prism
	12
	12
	Grindstone
	1,3

	T10
	0+00
	6+10
	27
	1:1
	1½:1
	12
	12
	Grindstone
	1,3

	T11
	0+00
	14+12
	19B
	Utilize Existing Prism
	12
	6
	Grindstone
	1,3,4

	T12
	0+00
	22+98
	18
	Utilize Existing Prism
	12
	12
	Grindstone
	1,3,4

	T13
	0+00
	3+12
	17B
	1:1
	1½:1
	12
	12
	Grindstone
	1,3

	T14
	0+00
	2+50
	14
	Utilize Existing Prism
	12
	12
	Grindstone
	1,3

	T15
	0+00
	1+79
	14
	Utilize Existing Prism
	12
	6
	Grindstone
	1,3

	T16
	0+00
	1+37
	GP1
	Utilize Existing Prism
	12
	0
	
	1,3


DRAINAGE AND CULVERTS

	Road Name
	Station

(Approx.)
	Feature
	Purpose
	Minimum Culvert Diameter

(Inches)


	Q-100 Culvert Diameter

(Inches)
	Rock Source

(Fill)

PIT RUN
	Remarks

	T1
	6+42
	Culvert
	Dry Draw
	18
	na
	Grindstone Pit
	

	
	10+40
	Culvert
	Dry Draw
	18
	na
	Grindstone Pit
	

	
	11+58
	Culvert
	Ditch Relief
	18
	na
	Grindstone Pit
	

	T3 
	0+00 
	Culvert
	Ditch Relief
	18
	na
	Grindstone Pit
	

	 T4
	0+00
	Culvert
	Ditch Relief
	18
	na
	Grindstone Pit
	

	T11
	0+00
	Culvert
	Ditch Relief
	18
	na
	Grindstone Pit
	

	T11
	2+25
	Culvert
	Ditch Relief
	18
	na
	Grindstone Pit
	

	T13
	0+00
	Culvert
	Ditch Relief
	18
	na
	Grindstone Pit
	


1. Inslope and outslope as needed to maintain proper drainage.
2. Landings and short access spurs, estimate 300 cubic yards.

3. Existing culverts may be utilized in place.
4. First 200 feet of road has crushed aggregate.  This was appraised from a commercial source.
