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CONSTRUCTION

CLEARING NOTES:
ROADBED WIDTHS SHOWN ON PLAN AND
CLEARING WIDTH PROFILE, OR WORKLIST PLANS, INCLUDE 5 o0 5 e
~—— ROADBED ——~— TURNOUTS AND CURVE WIDENING, U,
AGGREGATE

BLADE TO DAYLIGHT OR CONSTRUCT DRAINAGE
DITCH, UNLESS OTHERWISE SHOWN ON PLANS.
WHERE DAYLIGHT WILL EXCEED 5°, CONSTRUCT
DRAINAGE DITCH. WHEN AGREED, A DRAINAGE

DITCH SHAPE MAY BE USED FOR LEAD—-OFF DITCH.

SURFACE
¢

SUBGRADE /

| A CROSS SLOPE OF 4% +/— 1% SHALL BE L L 1o IS
BACK SLOPE X=2FT. USED FOR ALL SUPERELEVATED CURVES, AND : FLL stoPE —"
—IFT. FOR ALL INSLOPED, OUTSLOPED, OR. CROWNED 1.0°—

RECONSTRUCTION ~ DITCH SECTION

CLEARING WIDTH ——=
——— ROADBED T

ROADBEDS.

AGGREGATE SHALL BE SLOPED 3.1:1 OR TO
EXISTING DITCH SLOPE.

SEEDING AND MULCHING AREAS SHALL CONSIST
OF FILL SLOPES, SPECIFIED AREAS IDENTIFIED
ON THE DRAWINGS; AND AREAS UNNECESSARILY
DISTURBED OR REPEATEDLY USED: DURING
CONSTRUCTION. DIMENSION “S”;  ON NEW
CONSTRUCTION AND NEWLY CONSTRUCTED
SLOPES SHALL BE 6°, OR TOE OF FILL,

IYPICAL ROADWAY ~ DITCH SECTION

@)

=/
AGGREGATE

4\‘* o7f-' X = —— Y ~—or——1
C C
SURFACE \
WHICHEVER IS GREATER. —— Q —

| A GRADER FINISH WITH ROLLER.COMPACTION SHALL BE — PACK SLOPE / S 0%
SUBGRADE 1.0 — >

X=2FT. D4 REQUIRED ON. ALL PROJECTS. THE. SUBGRADE SHALL BE
S VISIBLY MOIST DURING BLADING AND SHAPING OPERATIONS. AL stope —"

Y=2FT. /\/\/\\/{\\\//,\\/f
IN CLEAR OR TRIM SECTIONS, LEAVE STABLE TREES OVER 3’ TALL AND LESS
THAN. 3” D.B.H. THAT DOESN'T INTERFER W/SIGHT DISTANCE. (SPS 201.04)

BACK SLOPE

RECONSTRUCTION ~ NO DITCH

ROADS CONSTRUCTED UNDER SECTION 204 SHALL
CLEARING WIDTH USE TOLERANCE CLASS G.
SLOPE OF TURNAROUND

| "C"=CLEAR “T"=TRIM
_.i 12° |._
SHALL NOT EXCEED 20%

ROADWAY Y Jf=—
CLEARING
\ / WIDTH ?

|7 ROADBED
¢
S

TYPICAL ROADWAY ~ NO DITCH

s R35° 42’ R35’ VARIABLE 5’
BACK SLOPE \7 TO DRAIN
\/ —
AS STAKED X=0FT. FILL SLOPE //\\W%\ A
Y=OFT. AS STAKED RSN ,
¢ "

OR 2 FT. FROM EDGE OF ROAD, et
WHICHEVER IS GREATER. STATION_SHOWN ON PLANS

>

1.0’
!
|

MIN.
NEW CONSTRUCTION & 38° 25" ‘
NEWLY CONSTRUCTED SLOPES LEAD—OFF DITCH
HAMMERHEAD TURNARQUND
'ﬁmfg us. DEPAFRggI:_EgTT sOEFR @ggICULTURE MILK RANCH TIMBER SALE CLEARING ggm-m 1:5 M;:LILILT/!AS g:;? gj zz (" DATE | REVISION BY wg ma,,gg )
: PLUMAS NATIONAL FOREST : . :
= OROVILLE, CALIFORNIA CHECKED: ~_H. HERGETT DATE: _03/98 J( seer 5 )
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DETOUR DETOUR ROAD
[D ETOU R’J MACHINERY
AHEAD 500 FT AHEAD
M4—-B M4—10R wi—-6
24” X 72” 24" X 9” 48” X 24” W20_7 W20_2d WZO_ZC W27_3
48" X 48" 48" X 48" 48" X 48” 36" X 36”
ONE
STOP ROUGH LOOSE TRUCK
LANE
AHEAD BRIDGE ROAD GRAVEL CROSSING
w3—1 w5-2 w8—6 w8—7 wa21-1 wii1—1 Ww21-2
30" X 30" 36" X 36” 30" X 30" 30" X 30" 30" X 30" 30" X 30" 24" X 24"
W20—-24d GENERAL NOTES:
30°X 30" /DETOUR DESIGNS FOR SIGNS AND BARRICADES SHOWN. ABOVE SHALL BE IN
AHEAD ACCORDANCE WITH THE "MANUAL OF UNIFORM TRAFFIC CONTROL DEVICES”
SIGNS SHALL BE LOCATED WHERE THEY WILL BE CONSPICUOUSLY VISIBLE ~— 3’ MIN. ——
6" TO 12’ W8— 1 DAY AND NIGHT ON THE RIGHT HAND SIDE OF APPROACHING TRAFFIC. SEE TABLE
f — THEY SHALL BE FACING TRAFFIC AND. LOCATED WHERE THEY CAN BE SEEN ; I i 20" 3
o 30°X 30 AT ALL TIMES BY APPROACHING DRIVERS WITH A MINIMUM OF EFFORT. " /7%45 A §
* WHEN A SIGN IS REQUIRED FOR AN. EXTENDED PERIOD, IT SHALL BE T 3 rct 312 [ ’ [Ill N [ 45 ] 207 S
SIS FASTENED TO 4 X 4 POSTS WITH 2, .3/8" CARRIAGE BOLTS. PORTABLE é 6" é 1 A\/ Z) A
BUMP SUPPORTS ARE.PERMITTED FOR SHORT PERIODS PROVIDED THE CONSTRUCTION {Sooorrooomsmemssoos " B A A VAVSUS T AV 0
L IS SUCH THAT WIND-OR OTHER AGENTS CANNOT UPSET THE SIGN. 6
/___ SIGN W20—-1 SHALL BE ERECTED 1500’ FROM EACH END OF CONSTRUCTION
16" TO 12’ f OPERATIONS. TYPE | BARRICADE TYPE |l BARRICADE TYPE Illl _BARRICADE
. NOTE: FOR DIMENSIONS SEE TABLE
©  SIGN W21-3 AND W11—1 SHALL BE ERECTED AT EACH END OF AREAS WHERE
R11-2 ; HEAVY EQUIPMENT IS IN OPERATION AND SHALL BE REPEATED EVERY 1/2
28°X 30° MILE IF THE OPERATION EXTENDS OVER ONE MILE. TYPE T T T
\ OTHER SIGNS SHOWN ABOVE SHALL BE USED AS INDICATED BY THEIR DESIGN. WIDTH OF RAIL 8"MIN—12"MAX.| 8"MIN—12"MAX. | 8"MIN—12"MAX.
. IF OTHER SIGNS NOT SHOWN ABOVE ARE REQUIRED THEY SHALL ALSO LENGTH OF RAIL 6'-8’ 3'MIN—4'MAX. J'M/N—VARA;‘E;E
CONFORM TO THOSE SHOWN IN THE MANUAL OF UNIFORM TRAFFIC CONTROL WIDTH OF STRIPES 6 IN. 6 IN. 6 IN. :
M5—7 DEMESS HEIGHT 3 FT. MIN. |3'MIN-3 1/2'MAX.| 5 FT. MIN.
—_— SELECTION AND PLACEMENT OF ALL SIGNS SHALL BE SUBJECT TO APPROVAL TYPE OF FRAME DEMOUNTABLE |LIGHT “A” FRAME |POST OR SKIDS
48" X 18 NIENN OF THE ENGINEER. OR HEAVY "A”
FRAME
LIGHTING DEVICES SUCH AS FLASHERS, TORCHES, LANTERNS, AND ELECTRIC
LIGHTS SHALL BE PLACED AND MAINTAINED FROM SUNSET TO SUNRISE AT FLEXIBILITY ﬁ%ﬁ%[’g‘m’ PORTABLE gf_gﬂm’t‘#r”
AT /ALL POINTS OF HAZARD AND ALL SIGNS INDICATING CAUTION.
o) U-S. DEPARTMENT OF AGRICULTURE MILK RANCH TIMBER SALE ROAD SIGNS DESIGNED:  T. WHITE DATE:  6/98 (" DATE | REVISION BY ( DRAWINGgsl\.léxg )
PLUMZZRI;_;;IDSNEARLWI?'EREST DRAWN: T. WHITE DATE: 6/98
Nexdus OROVILLE, CALIFORNIA CHECKED:  H. HERGETT DATE:  3/98 )( sHEET _6 )
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CULVERT SECTION

D
C:M. P‘\ EXISTING
/ GROUND
1/10 D 77
BEDDING
MATERIAL
SECTION A—A
|———‘D D SECTION C—C
C.M.P. C.M.P: —
EXISTING
: EXISTING
GROUND 4 BEDDING _\ 4 ‘
, MATERIAL . GROUND D OR 12° MAX.
1/10 D XS0\ X R / &&s1/10 D GRADE
/ 7 QO% v O(é) - \ \\ ?58 =5 \/K = Z’ / PROF”_E D
[N e T FLOW. LINE ) t o = ///\\\ ~‘m=—== 7 ———EXISTING GROUND
e S0 T v ’ .' < \’\
H 90%:9 5% GRADE | | SELECTED GRANULAR ! N | Y
T MINIMUM A ~ MATERIAL > L)
D OR SPAN +2 NP e

SELECTED B N E/)X;;?gATED IR BACKFILL MATERIAL
zﬁf}gg[ﬁ/? MINMUM OF 4° + D BEDDING MATERIAL C.M.P.

UNSUITABLE FOUNDATION ROCK FOUNDATION METHOD OF BACKFILLING PIPE

g U.Ss. DEPAFRJQAEEQITT SOEFR\/;gEICULTURE M/LK RANCH T/MBER SALE CULVERT /NSTALLAT/ON DESIGNED:  C.HIDALGO DATE:  2/26/15 (" DATE | REVISION By ( Dﬁé{/sjwcg’[\./éxg )
A PLUMAS NATIONAL FOREST YC 130 DRAWN: DATE:

OROVILLE, CALIFORNIA CHECKED: DATE: S . C sieer 7 )I
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STATION TO STATION

0+00 PROJECT |
0+00 - 5+00 CONSTRUI
201, 202, 2
SHALL BE
EMBANKM
COMPACT,
WIDENING
0+00 - 5+00 OUTSLOPE
3+00 ADD (2) 36
EXISTING |
5+00 END OF Pf
Fy US: DEPARTMENT OF acRiCLTURE N MILK RANCH TIMBER SALE WORK LIST DESIGNED: _C:HIDALGO onre:2/20/19) (AT HEMEION A g )
) T oronte, curoma ][ ][ YC 130 ]Eﬁ?ﬁﬁ;& o ]\ D)
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