Industrial Fire Precaution Class Zone is 686. K-H.7.2

Notes:
Landings, temporary roads, and skid trails are to be scarified to a depth of 4 inches and seeded where designated. K-G.6.0#

Legend
- Contract Area Boundary, B.1
- Subdivision Boundary, B.1
- State Ownership
- Private Ownership
- Existing Transportation System, F.1.2
- Existing Road, Hauling Restricted, K-F.1.2#
- Specified Road Reconstruction, F.2, A.7
- Subdivision Number, C.3
- Reserve Trees, K-C.3#, K-G.3.2#
- Protect Improvements - Cattle Guard/Gate, K-G.2.2#
- Protect Known Survey Monument, G.2.3
- Wetlands Protection, K-G.6.2#
- Protect Improvements - Fence, K-G.2.2#
- Machine Fireline, K-G.7.4.2#
- Stream Course Protection, G.5
- Designation by Prescription, K-C.3.5.5#

Industrial Fire Precaution Class Zone in 686. K-H.7.2

Legend:
- Contract Area Boundary, B.1
- Subdivision Boundary, B.1
- State Ownership
- Private Ownership
- Existing Transportation System, F.1.2
- Existing Road, Hauling Restricted, K-F.1.2#
- Specified Road Reconstruction, F.2, A.7
- Subdivision Number, C.3
- Reserve Trees, K-C.3#, K-G.3.2#
- Protect Improvements - Cattle Guard/Gate, K-G.2.2#
- Protect Known Survey Monument, G.2.3
- Wetlands Protection, K-G.6.2#
- Protect Improvements - Fence, K-G.2.2#
- Machine Fireline, K-G.7.4.2#
- Stream Course Protection, G.5
- Designation by Prescription, K-C.3.5.5#