Muskee Timber Sale
Sale Area and Slash Disposal Map
McKenzie River Ranger District
Willamette National Forest
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Muskee Timber Sale
Sale Area and Slash Disposal Map
McKenzie River Ranger District

Willamette National Forest
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Muskee Timber Sale
Sale Area and Slash Disposal Map
Willamette National Forest
McKenzie River Ranger District
LEGEND

— e = = Sale Area Boundary B1.1

= = === « ==  Sybdivision Boundary, B1.1

R ApprOXimate Sklddlng and Yarding bOUndary, C6.42#

@ Subdivision Marked Prior to Advertisement, B1.1
GB Ground Base Yarding Specified B6.42, C6.42#
S Skyline Yarding Specified, B6.42, C6.42#
DXD Designation by Description, B2.35, C2.35# Option 1
LTM Leave Tree Mark, B2.35, C2.35# Option 1

B @ —@® > Protect Streamcourse, Block Marks Upper Limit, B6.5, C6.41#, C6.42#
__ 2664 Existing Transportation System Road, B5.12, C5.12#

2664 — KO Keep Road Open Protect Improvements, B6.22

R—R Existing Road, Hauling Restricted, B5.12, C5.12#
o o E— Existing Road, Unsuitable for Hauling Pre-Haul Maintenance, B5.12, C5.12#
GP Grapple Pile, C6.74#

Forest Service Gate, B5.2, C5.12#

H H Handline, C6.74#
"0
RS

No Harvest Areas

+ Subdivision Boundaries are designated with blue partial cut tags, orange paint above DBH and below
stump height, B1.1.
+«+ Allroads in Sale Area are subject to B6.33.
« Primary Skidtrails, temporary roads, and landings used by Purchaser in all subdivisions shall be sub-soil
to a minimum depth of 18-20 inches C6.6#.
+ Scarification of all other skidtrails used by Purchaser in all subdivisions to a minimum depth of 3-6
inches. C6.6%#.
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