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x 30" sign

Place at beginning of any construction activities

Traffic Control signs shall conform to the "Manua! of Uniform Traffic Control Devices®

“Trucks Hauting”, 30" x 30" sign

Place at beginning of haul routes ond asscciated junctions

Traffic Contrat signs sholl conform to the “Manual of Uniform Troffic Control Devices”

Borrow Source

Water Source
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The fdlloning certify that thigiproject is in conformance
with/ envirénm requirements.

G »‘ to be technically comrect
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A%roved ond certified to be in conformance with sound
engineering practice for safety, structural integrity,
and operational uireme.




SUMMARY OF ESTIMATED QUANTITIES
Project Name 1309 Decommissioning Road Number 274 L TOTAL
‘ Segment Length | 128 | ESTIMATED
_ Ouantities QUANTITIES
METHOD OF UNIT OF
ITEM NO. ITEM DESCRIPTION ASURE
1304(01) Pit Run, Max Size 3", Comp A DQ CY’ 300.00 B 300.00
304(10) Crushed Agg. Type Surfacing, Grading D, Comp A DY cyY 494,00 494.00
306(03) Reconditioning of Roadbed, Comp A LSQ Ls 1.00 1.00
601(01) Mobilization LSQ Lump Sum 1.00 1.00
DQ- Design Quantity, LSQ- Lump Sum Quantity
NOTES:
1. Section 306 Unsuitable and excess material shall be spread
:fg‘o;l 4@ sz uniformally along adjacent fill slopes or disposed of as directed by the
367 x 36 mind oD Contracting Officer. ' ‘
i' ® 2 Ttem 304(01) Where haul is required, this work shall be incidental to
o 304(01) and no additional payment shall be made under 205a.
¥ {m ) 3. Section 304 Pit Run Aggregate shall come from government source
Pitl
\ 3 MIN. DEPTH PDRT“B';‘EUQ#N&.SE"PURAW 4. The cost of watering is incidental to ltem 504{10).
x4 POST MOUNTING ~< . 3. Section 300 - Scarification is not required.
] ,
TYPICAL SIGN INSTALLATION ¢AS PER MUT.CIV
ROAD
VORK
AHEAD
Service Level
w20~-1 48°x48* Wa0-2 487x48" W21-3 36°x367
TYPICAL CONSTRUCTION WARNING SIGNS (AS PER MU.T.C.D) Road # | Service Level
‘ 274 D
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Work List:

Road 274
MP15 to MP20- ltem 506(03) Recondltlonma Rmdbed, blade surface,
C L TC pull ditchs, clean catchbasins and CMP inlets and outlets.
A : MP 452 to MPH.3- ltem 304(01) Pit Run, place 300CY of PitRun from
Height Varies source 1 as staked on the arqund.
%\ Ttem 304{10) Crushed Aggregate, place 494 CY, compacted, as staked
PnéyFl{gordSlope ' onthe ground.
G drain

PIT PLAN TYPICAL
—NO SCALE-

12 & min.
6" compacted depth

ftera 304(10), Crushed Aggregate

21 = »:~f L '. - . "-"-: .& ter \/
/ ‘ ’ L Existing Road

[tem 304(01), Pit Run Aggregate

Typical Pit Run /Crushed Aggregate Section

Road 274 MP 452 to 5.3, ltem 304(10) Crushed Aggresate,
Surfacing494 CY. Item 304(01) Pit Run300CY. Asstaked
on the ground.
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