
T-892 BITUMINOUS PRODUCTS (5/07) 
 
 

892.01  Cutback Asphalt’s and Emulsified Asphalt’s 
 
Meet the requirements and application temperatures of Section 702 of the "Standard 
Specifications for Construction of Roads and Bridges on Federal Highway Projects (FP-
03)". 
 

892.02  Bituminous Dust Palliatives 
 
Meet the bituminous dust palliatives requirements listed in Table T-892-1 or listed in the 
SUPPLEMENTAL SPECIFICATIONS. 
 

892.03  Certificate of Compliance 
 
  Provide a Certificate of Compliance in the following format; 
 

Consignee     Designation         
Contract Number    Date          
Identification (Truck No. Car No., Etc.)          
Type and Grade    With Additive (%, Brand)        
Loading Temperature    Net Weight        
Net Liters      
 

The shipment of bituminous material identified above and covered by the bill of lading 
complies with Government Standard Specification as modified by SUPPLEMENTAL 
SPECIFICATIONS applicable to this project. 
 

Producer         
     Signed              

(Producer's 
Representative) 
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892.04  Application Temperatures 

 
Apply bituminous materials within the temperature ranges indicated in Table T-892-2. 
 

TABLE T-892-2 - Application Temperatures 
 

Application Temperature Range (Degrees C) 
 

    Spray              Mix 
Type & Grade of Material        Min./Max.         Min./Max. 

  MC 30    21-63             16-40 
  MC 70    40-85             32-68 
 
  DO-1-2-3    27-52 
  DO-4    27-80 
  DO-6-7-8    10-60 

                    



                                   TABLE 892-1.- Bituminous dust palliatives.   
General Requirements ASTM 

Method 
DO-1 DO-2 DO-3 DO-4 DO-6 DO-6P DO-8 

  
Flash Point         
         
Tag Open-Cup,  C, Min D 1310 52 52 52 93 66 66  
Cleveland Open-Cup,  C, Min D 92  -   -   - - - - 100 
 - - - - - - - - 
Viscosity: - - - - - - - - 
Kinematic, @ 38 C, cSt D 2170 40-70 90-125 135-200 20-100 - - - 
Saybolt Furol, @ 25  C SFS Max.  D 88 - - - - 75-150 25-50 50 
Water, % Max. D 95 0. 0.5 0.5 0. - - - 
Asphaltnes, %s D 2006-70 3-6 4-8 5-10 0-5 5-15 5-15 5-10 
Saturates. % Min. D 2006-70 25 25 25 10 25 25 8 
24-Hour Settlement, % D 244 - - - - 2.0 2.0 2.0 
Sieve Test, % Max. D 244 - - - - - - 0.1 
Distillation Tests         
Total Distillate to 288 C, Max. % 
by 

        

Volume D 244 35 30 30 5 - - 50 
Total Distillate to 360 C, Max. %         

Volume D 402 - - - - - - - 
Oil Distillate, % by Volume D 244 - - - - - 10-20 5 
Total Residue, % by Weight D 244 - - - - 60 55 45 
Test on Residue from Distillate         
Viscosity, Kenmatic, @ 38 C ,cST D 2170 75-250 200-600 500-1500 20-150 - - - 
Viscosity, Kenmatic, @ 50 C, cST D 2170 - - - - 200-600 150-450 250-1200 
Solubility in Trichloroethylene, %           
Min. D 2042 98 98 98 98 96 96 98 
Ductility, CM Min. D 113 - - - - - - - 
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