
 ROAD LOG 

STATION FIRE  Date _________  Initials______ 

ROAD LOG STATION  FIRE 

Water

shed Rd# MP WP Photo Treatment LAT. LONG. Units # Units $/ Unit Cost 
3N30 0.00 YERBA BUENA RD. @ Little T Cyn. 

1.30 gate at FS bndy 
1.50 1 1 install 24" starter 
1.55 2 24 clean inlet 36" cmp 
1.60 3 replace 24" inlet 

3.10 4 clean inlet 
3.20 5 clean inlet 
3.50 6 5 / 24 w" inlet & 20' flume 
3.60 7 clean inlet & 20' flume 
3.70 8 clean inlet 
4.10 clean inlet & 40' flume 
4.30 9 clean inlet 
4.35 10 clean inlet & 40' flume 
4.90 11 clean inlet 
5.00 12 6 reset inlet & 30' flume 
5.10 13 install inlet & 30' flume 
5.15 14 7 clean inlet & 30' flume 
5.20 15 clean inlet & 40' flume 
5.25 clean inlet 
5.30 16 install inlet & 40' flume 
5.35 clean inlet & 10' flume 
5.50 clean flume 10' 
6.00 17 clean inlet 
6.40 18 clean inlet & 40' flume 

6.60 19 8 
install inlet & 20' flume, const. intercepting 

dip, major washout 
2N94 0.00 NORTH DOTY RD. 

1.10 intersection w/2N95, enter burn 

1.70 20 end @ 3N38, repair inlet, little mac 
3N38.1 0.00 DOANE EBEY RD. 

0.10 21 9,10 
clean inlet of 60"cmp 30' back, welding 

cylinders near outlet (hazmat) 
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 ROAD LOG 

STATION FIRE  Date _________  Initials______ 

Water

shed Rd# MP WP Photo Treatment LAT. LONG. Units # Units $/ Unit Cost 
0.80 Jct. 3N30 

3N82.2 0.00 DOANE EBEY RD. @ 2N94 
0.20 22 11,12 install inlet & 10' flume . 
0.80 23 clean inlet & 10' flume 
1.00 end @ 2N95 

2N95 0.00 DODY RD. @ 3N32.2 
0.50 24 13,14 major dump site (hazmat) 

3N43 0.00 Doane Cyn. @ NW'Ly property bndy. 
0.80 25 clean inlet & 10' flume 
0.85 26 inter. w/ 3N38 

3N 29 0.00 27 Gold Creek @ 3N35 
0.10 Prop. Bndy. 
0.30 enter burn 
0.70 28 steel drums 200' SW 
1.00 15 Install inlet w/ 10' flume 
1.50 29 16 install inlet w/ 20' flume 
1.60 Jct. 3N30 

3N30  0.00 Yerba Buena @ Gold Creek 
0.30 30 Guzzler 100' south 
0.60 end of spur 

3N29.1 0.00 Gold Creek @ 3N30 
0.30 31 17 Install inlet w/ 10' flume 
0.40 32 18 Install inlet w/ 10' flume 
5.80 33 Channel dam, replace 1 short dog bone 
6.50 end @ Big T Rd. 

3N24 0.00 Colby Ranch Rd. @ upper Big T Rd. 

0.80 

bridge, inspect for damage and condition, 

some burnt ends of 3" x 24" running planks, 

bridge has A.C. deck, deck is burnt 1/2" in 

from ends. Eric M. has photos. 
1.30 enter private land 
2.00 middle of Camp Colby 

*** **** 34 19,20 Shortcut Picnic Area 
*** **** 35 21,22 Barley Flats 
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 ROAD LOG 

STATION FIRE  Date _________  Initials______ 

Water

shed Rd# MP WP Photo Treatment LAT. LONG. Units # Units $/ Unit Cost 
2N76 0.00 Mt. Lukens @ Angeles Crest Hwy. 

0.10 Angeles Crest Hwy, exist. 36" cmp, gate 

0.13 

exist. 60" cmp, const. deep relief dip 100' 

down grade, install 24" or 48" osd & 20' 

flume 
0.15 install rolling dip w/ osd & 20' flume 

0.28 
exist. 48" cmp, const. relif dip w/ 6' r/r w/ 20' 

flume & 24" osd, 10 cy r/r ea. 

0.30 clean inlet @ switchback 

0.38 exist. 36" cmpw/ rock conc. Headwall, trash rack 50' upstream,clean culvert inlet & catch basin 
0.50 Well, culvert (monitor) 

0.55 
culvert, debris and sediment, possible K rail 

to increase headwall height 
3.70 36 cleam inlet 
3.75 inter. 2N81 
4.20 clean inlet & 20' flume 
4.35 37 68 barrels 300 ft. SW of rd @ inter w/ 2N79 
4.60 clean inlet 
4.90 clean inlet 
6.80 clean inlet 
7.20 communication facility 
7.40 end of road 

2N79 0.00

 @inter w/ 2N76 

0.30 38 replace inlet & 20' flume 
0.50 23 stop at log & heavy rockfall & snag 

2N69 0.00 Gould Mesa @ Angeles Crest Hwy 
0.30 enter burn 
1.00 intersect 11W14 Gabrielino Trail 

11W14 0.00 Gabrielino Trail @ Gould Mesa Rd 
0.10 end of road @ slide 
0.22 2430? burned road bridge 
0.41 trail bridge (ok) and end of road 

2N70 0.00 Arroyo Seco Rd. @ gate & Arroyo Blvd. 
1.10 road divides 
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 ROAD LOG 

STATION FIRE  Date _________  Initials______ 

Water

shed Rd# MP WP Photo Treatment LAT. LONG. Units # Units $/ Unit Cost 
2N66 0.00 Brown Mtn. @ 2N70 

0.90 stop at rock slide 
2N68 0.00  @ end of Rising Hill Dr. 

0.40 clean inlet and 50' flume 
0.50 clean inlet and end road 

Water

shed Rd# MP WP Photo Treatment LAT. LONG. Units # Units $/ Unit Cost 
2N65 0.00 Millard Cyn Rd. @ 2N68 

0.40 39 30 install inlet & 30' flume + 20 CY fill 
0.80 clean inlet 
1.00 stop @ slide 

2N65 0.00 Millard Cyn Rd. @ Rec. Fee Sign 
0.80 end at 2N50 

2N50 0.00 Mt. Lowe Rd. @ 2N65 
0.30 clean 10' flume 
0.80 clean inlet & 10' flume 
1.00 31 clean 30' drain grate & inlet 
1.20 cleam brush from inlet 
1.30 clean grated xdrain 
1.50 Inter. Road to Sierra Saddle 
1.70 Clean inlet 
2.00 clean grated xdrain 
2.05 clean grated xdrain 
2.20 clean grated xdrain 
3.90 clean inlet 
4.30 40 reset inlet assembly 
6.10 41 end @ rock slide 

3N17.7 0.00 Santa Clara Divide 
6.00 enter burn 
6.50 gate at inter. Magic Mtn. 

**** 0.00 Magic Mtn Road 
0.50 electronic site @ end of road 
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 ROAD LOG 

STATION FIRE  Date _________  Initials______ 

Water

shed Rd# MP WP Photo Treatment LAT. LONG. Units # Units $/ Unit Cost 
3N17.6 6.50 Santa Clara Divide@ Magic Mtn 

6.90 clean inlet 
7.20 green north side 
7.50 in black 
7.60 chip seal, top of ridge 
7.80 native surface, on ridge 
9.40 Jct. w/ Indian Cyn Rd. 

13.80 North Fork Fire Sta. 

14.00 y 

24" cmp, clean inlet, install 24"x7' riser, 

construct relief dip, install 24" inlet & 20' 

flume, clean outlet, inst. 30' fill. 

14.05 y 

24" cmp, clean inlet & 20' flume, install 

24"x8' riser, construct relief dip, install 24" 

inlet & 20' flume, clean outlet, inst. 30' fill. 
14.50 Big concrete spillway 
17.60 Spur 
17.90 clean 24" cmp 
19.80 Moody Cyn Rd 4N33 

Begin 

3N17.5 22.00 
Santa Clara Divide Rd.,Jct. w/ Lighting 

Point CG, begin 3N17.5 
begin 3N17.5, begin 1/2 mile of hazard 

trees, close road for safety 
23.00 
25.00 L.A. Fire Camp, many hazard trees 
25.70 end hazard trees 
31.30 end @ Angeles Forest Hwy 

RECOMMEND CLOSURE FOR HAZARD TREES 
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 ROAD LOG 

STATION FIRE  Date _________  Initials______ 

Water

shed Rd# MP WP Photo Treatment LAT. LONG. Units # Units $/ Unit Cost 
3N32 0.00 Mendenhall Ridge Rd. @ FS gate, in green 

2.80 Jct w/ 3N37, FS gate 
3.00 enter fire 
3.40 48" inlet and flume, OK 
3.60 12" osd, ok 
4.50 12" osd, clean inlet & flume 
4.60 concrete crib wall, ok 
4.70 clean & repair inlet 
5.80 top of ridge 

13.30 
double osd @ switchback, harden road 

crossing w/ 20 CY6" riprap 

14.80 FS gate 

4N37 0.00 Indian Cyn. Rd.  @ Soledad Cyn Rd. 
2.60 enter burn 
4.30 moderate burn uphill 

4.85 
36" cmp at hydrant, const rock wall & conc. 

Spillway 

4.90 
48" cmp, clean inlet & basin @ both cmp's, 

reconst. Dip at spillway 

5.20 
48" cmp, clean inlet & basin, const. relief Dip 

down grade, install 24" osd & 20' flume 
5.60 eop @ 3N17 

3N17 0.00 Santa Clara Divide Rd. @ Mill Cr. Summit 
0.20 begin native surface 
3.40 jct. 3N90 
4.30 42" x 52" cmp & cinder block headwall,  ok 
4.70 jct. 3N17 in green 

8.00 
FS gate @ Alder Saddle, jct. 5N04, begin 

chip seal 
8.80 jct. 3N14, in black 
9.60 Horse Flat CG, 3N17G in black 

10.60 Gate @ Angeles Crest Hwy. road has many osd's w/ prefide damage, need to 

clean inlets and flumes11.80 gate, end Hwy 2 @ 12.00 
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 ROAD LOG 

STATION FIRE  Date _________  Initials______ 

Water

shed Rd# MP WP Photo Treatment LAT. LONG. Units # Units $/ Unit Cost 
2N64 0.00 Josephine L.O. Rd. 

1.36 

Exist. 48" cmp w/ conc. Headwall & 2trash 

racks, const deep relief dip down grade of 

cmp & install 224" osd w/ 40' Flume 

2.20 

turn around @ dry ravel on road, trash racks 

switch backs w/ osd's & flumes, some 

plugged. Need to clean all. 

Recommend closing road until stabilized. 

2N24 0.00 RinconRed Box Rd. @ Hwy 2. 
0.80 gate 
1.10 in black, mod. 

2.00 

no cmp, inst. Rock & mortar fill slope @ 

natural drainage, restore function to osd's 

every 0.1 mi. 
3.00 begin exist. Chipseal 
3.20 Valley Forge, end chipseal 
3.70 inst. 24" osd & 20' flume, const. dip 
3.80 inst. 24" osd & 20' flume, const. dip 
4.20 lwo, ok 
5.00 lwo, ok 
5.10 lwo, ok 
5.40 jct. 2N24c 
5.48 gate, LWC 
6.10 in the green 
6.80 flames, unburned clean all  inlets to osd's & restore function. 

Recommend closure until stable.7.20 jct. 2N23, powerline Rd. 
4N35 0.00 Powerline Rd. @ North Fork Saddle 

0.70 jct. @ North Fork Sta. 

osd's drains have been cleared, LADWP is 

opening road, Pacoimg Creek blown out, 
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Water

shed Rd# MP WP Photo Treatment LAT. LONG. Units # Units $/ Unit Cost 
2N46 0.00 Barley Flats Rd., @Gate @ Hwy 2 

Barley Flats, hazard trees, facility is burnt w/ 

hazmat on site, no treatment on road 

2.90 needed. 
2N57 0.00 Switzer CG Rd. @ Hwy 2. and gate, ac surface 

0.50 parking area, footbridge ok w/ 60" freeboard. 
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