
           

     

 

   
   

 
 

     

                          
                   
                         

                             
                            
               

 
       

 
                            

                   
                         

                           
                                

                          
                         

                          
       

 
       

 
                            

                   
                         

                       
                           

                             
 

 
 

       
 

                            
                   
                           

                        
               

Station Fire BAER September, 2009 

Appendix E
 
Road Narratives
 

RinconRedbox Road, 2N24: 

RinconRedbox Road is a single lane, native surface road. It is inventoried as 
maintenance level 2, Forest Service jurisdiction and Forest Service primary 
maintenance. The road is insloped with an inside ditch and overside drains. 
This road connects Highway 2 at Redbox at its western end to Highway 39 at 
Rincon Station at its eastern end. Approximately 7 miles of this road at its 
western end were affected by the fire. 

Mt. Lowe Road, 2N50: 

Mt. Lowe Road is a native surface, single lane road. It is inventoried as 
maintenance level 2, Forest Service jurisdiction and Forest Service primary 
maintenance. The road is insloped with an inside ditch and overside drains. 
Mt. Lowe Road generally runs along the southern face of Mt. Lowe and connects 
2N65 above Altadena to Mt. Wilson. The road is built on the bed of the former 
Mt. Lowe railway that accessed the historic Mt. Lowe resort. The road provides 
access to a few campgrounds and picnic areas and trailheads to the historic 
areas of Mt. Lowe and Echo Mountain. Approximately 7 miles of road were 
affected by the fire. 

Josephine Peak Road, 2N64: 

Josephine Peak Road is a native surface, single lane road. It is inventoried as 
maintenance level 2, Forest Service jurisdiction, and Forest Service primary 
maintenance. The road is insloped with an inside ditch and overside drains. 
The road provides access to an important Forest Service communication site at 
Josephine Peak and the water storage tank for Clear Creek Fire Station. The 
entire length of the road was affected by the fire, a distance of approximately 4 
miles. 

Millard Canyon Road, 2N65: 

Millard Canyon Road is a native surface, single lane road. It is inventoried as 
maintenance level 2, Forest Service jurisdiction, and Forest Service primary 
maintenance. The road is insloped with an inside ditch and overside drains. It 
connects a county road at Millard Campground to 2N66. Approximately 4 miles 
of this road was affected by the fire. 
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Brown Mountain Road, 2N66: 

Brown Mountain Road is a native surface, single lane road. It is inventoried as 
maintenance level 2, Forest Service jurisdiction, and Forest Service primary 
maintenance. The road is insloped with an inside ditch and overside drains. It 
runs from its junction with 2N70 near the Arroyo Seco Forest Service residents 
for 5.5 miles along Brown Mountain. The entire length of the road lies within the 
burned area. 

Rising Hill Road, 2N68: 

Rising Hill Road is a native surface, single lane road. It is inventoried as 
maintenance level 2, Forest Service jurisdiction, and Forest Service primary 
maintenance. The road is insloped with an inside ditch and overside drains. It 
connects a county maintained road in Altadena to 2N65. Its entire length of 0.5 
miles lies within the burned area. 

Mt. Lukens Road, 2N76: 

Mt. Lukens Road is a native surface, single lane road. It is inventoried as 
maintenance level 2, Forest Service jurisdiction, and Forest Service primary 
maintenance. The road is insloped with an inside ditch and overside drains 
along the upper portion of the road and culverts ranging from 24 inches to 60 
inches in diameter along the lower portion of the road. It provides access from 
Highway 2 at Angeles Crest Fire Station to an important communication site at 
the summit of Mt. Lukens. Its entire length of approximately 7 miles lies within 
the burned area. 

Grizzly Flat Road, 2N79: 

Grizzly Flat Road is a native surface, single lane road. It is inventoried as 
maintenance level 2, Forest Service jurisdiction, and Forest Service primary 
maintenance. The road is insloped with an inside ditch and overside drains. It 
connects Highway 2 to 2N76. Its entire length of approximately 3 miles lies 
within the burned area. 

Santa Clara Divide Road, 3N17: 

Santa Clara Divide Road is a single lane road with mixed surface types, varying 
between chip seal, pavement, and native. It is inventoried as maintenance level 
4, Forest Service jurisdiction, and Forest Service primary maintenance. The road 
is insloped with an inside ditch and overside drains. This road is an important 
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transportation route that runs across the Santa Clara Divide from its western end 
at Interstate 14 near the town of Newhall to its eastern end at Highway 2 near 
Chilao. It provides access to several campgrounds, fire stations, and other 
facilities. Approximately 23 miles of this road were affected by the fire. 

Gold Creek Road, 3N29: 

Gold Creek Road is a native surface, single lane road. It is inventoried as 
maintenance level 2, Forest Service jurisdiction, and Forest Service primary 
maintenance. The road is insloped with an inside ditch and overside drains. It 
connects 3N35 in Little Tujunga Canyon to Big Tujunga Canyon Road. 
Approximately 8 miles of this road lie within the burned area. 

Yerba Buena Road, 3N30: 

Yerba Buena Road is a native surface, single lane road. It is inventoried as 
maintenance level 2, Forest Service jurisdiction, and Forest Service primary 
maintenance. The road is insloped with an inside ditch and overside drains. It 
connects Little Tujunga Canyon Road just above Herreres Ranch to 3N29. 
Approximately 7.5 miles of this road lie within the burned area. 

Mendenhall Ridge Road, 3N32: 

Mendenhall Ridge Road is a native surface, single lane road. It is inventoried as 
maintenance level 2, Forest Service jurisdiction, and Forest Service primary 
maintenance. The road is insloped with an inside ditch and overside drains. It 
connects Little Tujunga Canyon Road at Dillon Divide to 3N17 near Lightening 
Point Campground. Approximately 13 miles of this road lie within the burned 
area. 

Doane Ebey Road, 3N38: 

Doane Ebey Road is a native surface, single lane road. It is inventoried as 
maintenance level 2, Forest Service jurisdiction, and Forest Service primary 
maintenance. The road is insloped with an inside ditch and overside drains. It 
runs from the forest boundary to 2N94 and 3N30. Its entire length of 
approximately 2 miles lies within the burned area. 
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Doane Canyon Road, 3N43: 

Doane Canyon Road is a native surface, single lane road. It is inventoried as 
maintenance level 2, Forest Service jurisdiction, and Forest Service primary 
maintenance. The road is insloped with an inside ditch and overside drains. It 
runs from the forest boundary to 3N38. Its entire length of approximately 1 mile 
lies within the burned area. 

Moody Canyon Road, 4N33: 

Moody Canyon Road is a native surface, single lane road. It is inventoried as 
maintenance level 2, Forest Service jurisdiction, and Forest Service primary 
maintenance. The road is insloped with an inside ditch and overside drains. It 
connects 3N17 to 4N32 and the forest boundary. Approximately 6 miles of this 
road were affected by the fire. 

Indian Canyon Road, 4N37: 

Indian Canyon Road is a native surface, single lane road. It is inventoried as 
maintenance level 2, Forest Service jurisdiction, and Forest Service primary 
maintenance. The road is insloped with an inside ditch and overside drains. It 
is the primary connector route from to 3N17 from Soledad Canyon Road. 
Approximately 3 miles of this road was affected by the fire. 
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