
Enclosure 1

Proposed Road Status - Suiattle Access and Travel Management Project
Road 26 (Suiattle Road) – Maintain 23.2 miles to terminus at trailhead to provide access to multiple high-use recreation sites and for Tribal access needs.  Keep at Level 4 to MP 10.2 then maintain at Level 3 to terminus.  Reroute this road where the current location poses a high risk to aquatic resources and upgrade stream-crossings to forest plan standards for flow, debris, and fish passage.

Road 2640-2642 (Grade Cr Road) – Maintain at Level 2 for dispersed recreation use (hunting, berry picking, scenic driving, cross-country travel to Tupso Lake, future timber management).  Upgrade road at locations posing a high-risk to aquatic resources including major upgrades for two properly-sized stream crossings over Grade Creek.  Place 2640 in storage from its junction with 2642 to the edge of matrix at MP 6.8.  Decommission Road 2640 from MP6.8 to terminus.

Road 2650 (Big Creek Road) – Place this road in storage for future matrix vegetation treatments. Retain gate for future use. 

Road 2660 (Tenas Cr Road) – Maintain at Level 2 to the ridgeline at MP 3.5 and develop a parking area/turn-around.  Place the segment between this point and Tenas Creek (MP 4.6) in storage for future matrix vegetation treatments.  Decommission the road between Tenas Creek (MP4.6) to its terminus.  Storage and decommissioning to MP 8.3 will be done so that the road is “trail-like” and can be easily hiked without large waterbars, etc.  The flood-damaged bridge at MP 4.6 will be temporarily repaired for heavy equipment to perform decommissioning work, and then it will be removed.

Road 2661 and 2661-014 (Huckleberry Road) – Place this road in storage for future matrix vegetation treatments. Retain gate for future use. 

Road 2670 will be used as a reroute for Road 26 around a flood-induced failure.

Road 2511, 2512 (All Creek Roads) – Place in storage until stand stocking information is available to determine if LSR treatments are warranted, but store so that these roads could be walked away from (later decommissioned with a paperwork change only).

Road 2703 and 2703100 (Circle Creek Roads) – Decommission to alleviate high risk to aquatic resources.

Road 2680 (Green Mtn. Road) – Maintain at Level 2 for trailhead access in “high-country” and scenic driving.  Access to berries and high hunting is provided with a short hike from this trailhead.  

Road 25 (South-side Suiattle Road) – Maintain at Level 2 to Circle Creek (where the road is currently closed) for Tribal access needs and dispersed recreation.  Upgrade stream-crossings to forest plan standards for flow, debris, and fish passage.

Road 2510, 2515 (Conrad Creek Roads) – For all of 2515 and for 2510 from the junction with 2510-014 to MP 6.9, place in storage until stand stocking information is available to determine if LSR treatments are warranted, but store so that these roads could be walked away from (later decommissioned with a paperwork change only).  Decommission 2510 beyond MP 6.9.

Road 2540 – Decommission 1.1 miles currently drivable from origin to Circle Creek.

Road 27 (Straight Cr. Road over Rat Trap Pass) – Maintain at Level 2.  Upgrade stream-crossings to forest plan standards for flow, debris, and fish passage.

Gate and maintain the following roads for administrative use:

2509 (origin to MP 0.1) - All Creek gravel pit access

2500-017 - Seed Orchard access

2510 (origin to the 2510-012 junction) and 2510-012 origin to approximately MP 0.6 - hard rock quarry access

Place miscellaneous short spurs in matrix into storage.  This includes:

2642-025

2642-030

Decommission miscellaneous undriveable roads outside of matrix.  This includes:

2642-016

2642-070

2642-080

2660 (beyond upper bridge at MP 8.37)

2600-017

2500-016  

2500-019

2500-800

2509 (beyond gravel pit at MP 0.1)

2510-012 (beyond rock pit at approximately MP 0.6)

2510-014 

2520

2530

2540

2540-012

2700-005

2700-016

Reaffirm/clarify previous decisions affecting other road segments:

2641-Placed in storage

2643 – Decommissioned – need to evaluate for drainage
2660-012 – placed in storage 

2660-014 – decommissioned 

2660-015 - decommissioned

25 – “closed” beyond Circle Cr – consider need to remove bridge at Lime Creek and clarify that Road 25 has no additional drainage needs for being decommissioned

2550- Decommissioned – approximately last 3 miles

2560 – Decommissioned

2562 - Decommissioned
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