
	FELLING METHODS
	SUBDIVISIONS

	Within <> feet of designated Streamcourses, trees shall be felled away from the designated Streamcourses.
	1, 2, & 5

	
	

	Mechanized felling equipment will not be allowed within <> feet of the designated Streamcourses.
	3, 4, & 6

	
	

	Mechanized felling equipment will not be operated on slopes greater than <> percent.
	7l

	
	

	FELLING EQUIPMENT
	SUBDIVISIONS

	Mechanical felling equipment will be limited to a boom shear/saw with minimum 20-foot reach.
	7

	C6.41# (1/00) Instructions (Continued)


	

	Included Timber on slopes less than 40 percent shall be carried free of the ground by a Log Forwarder as <> foot or shorter logs.  The Log Forwarder shall be all wheel drive, capable of self loading and unloading, and have rear tires or track type tractive devices greater than <> inches in overall width.  Log forwarders with GVW's greater than 15,000 pounds shall have a minimum of three load bearing axles.  Stumps shall not be grubbed from forwarder roads except for portions requiring excavation for safety.  All excavation, and any supplemental skidding of Included Timber shall be flagged and preapproved in writing prior to commencing such activity.
	3, 4, 6, 7


	FELLING EQUIPMENT
	SUBDIVISIONS


	Except for manually felled trees which exceed the harvesters capability, Included Timber shall be felled, limbed, bucked, and prebunched by a self-propelled mechanical harvester.  The harvester shall place unmerchantable tops and limbs evenly in the forwarder road as it proceeds.  Wherever residual trees require protection, forwarder roads shall not be more than <> feet in width, nor less than <> feet apart.  Both the harvester and the forwarder may only operate on the forwarder roads.  Log landings and transfer points shall be limited to existing roads and turnouts, unless otherwise agreed to in writing.


	3, 4, 6, 7
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	FELLING METHODS 
	CUTTING UNITS

	During felling operations all trees must be kept within cutting unit boundary

	All

	Mechanized felling equipment will not be operated on slopes greater than 35%.
FELLING EQUIPMENT
	All

	Mechanical felling equipment will be limited to a boom shear/saw with a minimum 20-foot reach and a static ground pressure less than 8.5 lbs/sq in.
	All

	Feller/buncher may operate off of approved skid trails under the following conditions: dry, frozen,or snow covered conditions.         

	All



	
	


