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TABLE PURSUANT TO CT6.42# - YARDING/SKIDDING REQUIREMENTS  (04/2003)
	YARDING/SKIDDING REQUIREMENTS
	CUTTING UNITS

	Except during winching, the leading ends of logs must be suspended above the ground during skidding operations.


	All

	Whole tree skidding, defined as skidding trees with limbs and tops attached until such material reaches the landing, is required.

	18


	Equipment shall be restricted to slopes of 35% or less.


	All

	Ground based skidding equipment is restricted to  designated skid trails.
	All

	Existing skid trails should be used when possible.
Skid trails shall not be located down draws,

Streamcourses, or swales.  Skid trails should be located approximately 120 feet apart.
	All

	Crawler tractor or rubber mounted skidder with an overall width of not more than 10 feet 6 inches, including blade.  Such tractors and skidders shall be equipped with an integral arch and winch system, or grapples, capable of elevating the leading ends of logs during inhaul.

Landing size will be restricted to existing openings along the 1600924 road.

	All

18



Enter Sale Name and Page number.  Font is Courier New, size 10, for table data.

INSTRUCTIONS:  Use in contracts to meet the requirements stated in the NEPA document and decision, and Forest Plan.  
Following are some example for completing the table:

TABLE PURSUANT TO CT6.42# - YARDING/SKIDDING REQUIREMENTS  (04/2003)

	YARDING/SKIDDING REQUIREMENTS
	PAYMENT UNITS

	Ground-based equipment.  Skid trails/roads shall be spaced no closer than 150 feet.

	1, 2 &3

	Cable yarding system with lateral yarding capabilities.  One end suspension, except full log suspension within 100 feet each side of the designated Streamcourses.

	5 & 6

	Helicopter yarding. 
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