
MILE/ 
STR NO.

STR SERIAL 
NO.

1/3 AZE 3 S4s
7/4 AZE 31 S4s
7/5 AZE 32 S4s
8/1 AZE 33 S5-2Bs
9/1 AZE 34 S4
9/2 AZE 35 S4
9/3 AZE 36 S4
9/4 AZE 37 S1-AR
11/1 AZE 45 S1-ARs

COUNTERPOISE TYPE (CP) COMMENTS

COUNTERPOISE REQUIREMENTS

Notes:
1. Refer to Drawing 268198‐1‐2 for 
counterpoise installation details.

2. Refer to Drawing 268465‐1‐0 for 
counterpoise material requirements.

3. Not expected to go across paved 
roads. Assume CP can be trenched 
through small ditches and creeks.

4.  Depth of CP typically 12" minimum. 
For cultivated areas 30" minimum to a 
depth below subsoiling (deep plowing) 
practices.  For rocky areas where the 
minimum can not be satistfied, refer to 
the installation details for remedies 
per approval by the inspector. 

5.  For counterpoise type S4s, limit 
counterpoise runs to 50 feet.  For all 
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other types, limit runs to 125 feet 
when "s" suffix is included.

6.  CP for structure 8/1 to have three 
runs of 250 feet AOL and two runs of 
125 feet BOL.
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