TOP OF CUT

PLACE EXCAVATED MATERIAL
AGAINST BACKSLOPE,

3:1 MIN.
SIDE SLOPES

REMOVAL AND DISPOSAL OF

EXISTING CULVERT IS

INCIDENTAL TO ITEM

h R
o

SHAPE INVERT FOR PROPER DRAINAGE
OF WATER AWAY FROM ROADWAY AND
ROADWAY DITCH LINE

NOTE: SKEW WATERBAR 20° TO 30° IN DOWNSLOPE DIRECTION OF ROADWAY.

G

)

DEPOSIT EXCAVATED MATERIAL
AGAINST THE EXISTING CUT SLOPE.
BLOCK AND DIVERT EXISTING DITCHES
ON DITCHED SEGMENTS OF ROAD.

DO WOT DEPOSIT
EXCAVATED MATERIAL
ONTO EXISTING FILL

\:o.,s

#6701

Sides shall be no

Seepe & springe encountered during deep
ripping or recontouring shall be brought to
the attention of the Contracting Offfcer as
2000 a3 possibie and shell be drained.

Reilef channels shall be constructed to draln
onto natural ground and shall be spproved
Dby the Contracting Officer.

Recontoured Slope

TYPICAL RELIEF SWALE

N AN .
N norTom eLevATION
O Beasd 08 Trien oASTRLETT
TYPICAL WATERBAR
8’ MIN, 12' MAX,

/— LOG OR ROCKS

EMBANKMENT

EXCAVATION

PLACE MIN 12° X 12' LOG OR LARGE ROCKS IN EMBANKMENT AND COVER WITH
AT LEAST ONE FOOT OF EMBANKMENT MATERIAL LOG OR ROCKS MAY BE DELETED
WITH WRITTEN APPROVAL 8Y THE CONTRACTING OFFICER.

THE BOTTOM OF BARRIER SHALL BE OUTSLOPED ON A 7% GRADE UNLESS
OTHERWISE OIRECTED.

EARTHEN BARRIERS SHALL BE CONSTRUCTED AT LOCATIONS SHOWN ON THE WORK LIST.

EARTH BERM DETAIL
T eAaas. . NOTTOSTAE
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SCATTER "REACHABLE WOODY .
DEBRIS” SO THAT . -
APPROXIMATELY 50% OF -~
FINISHED SLOPE IS COVERED

AT STREAM CROSSINGS

DEFINITION: "REACHABLE WOOD!

DEBRIS®. LOGS AND SLASHM THAT cm e
= et REACHED WITH HYDRAYLIC EXCAVATOR

REMOVE VEGETATION 3 . WHEN IG_FROM ROAD SURFACE.

MA .
(INDIRECT PAYMENT)

FILL MATERIAL
FROM CHANNEL
EXCAVATION AND
EXISTING ROAD

sLops

MIN. DEPTH OF 24* PRIOR
TO PLACING MATERIAL,
(INDIRECT PAYMENT)

STREAM CHANNEL RESTORATION -
DISPOSAL AREA TYPICAL SECTION

SCATTER "REACHASBLE WOODY
DEBRIS" SO THAT
APPROXIMATELY 0% OF
FINISHED SLOPE IS COVERED
AT STREAM CROSSINGS

FINISHED CHANNEL WIDTH

-\_ GRADIENT CONTROL STRUCTURE AS
DIRECTED BY CO. SEE DETALL THIS SHEET
0%

STREAM CHANNEL RESTORATION -
RESTORED CHANNEL TYPICAL SECTION

#6°9-1
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tream Channel Restoration
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APPROXIMATE ORIGINAL
GROUND LINE

EXISTING ROAD
FILL MATERIAL TO
BE REMOVED

OLD STUMPS AND ROCK
OUTCROPS INDICATE
ORIGINAL GROUND LINE

BEFORE RECONTOUR

NOTE: SOME AREAS MAY REQUIRE END-
HAULING MATERIAL TO A MORE STABLE
DISPOSAL LOCATION. THESE LOCATIONS
WILL BE DESIGNATED BY THE CO AND
SCATTER maue:.swooar e

FINISHED SLOPE IS COVERED

PLACING EXCAVATED
MATERIAL

DEFINITION: "REACHABLE WOODY
DEBRIS®- LOGS AND SLASH THAT CAN BE
REACHED WITH HYDRAYLIC EXCAVATOR

HEN WORKING FROM R PACE,

AFTER RECONTOUR

FULL ROAD RECONTOUR

o orue ol

. DO NOT
BRUSM WIDER T'HAN 10° WITHOUT APPROVAL FROM CO.
WIDTHS GREATER THAN 10' MAY BE APPROVED BY THE
€O TO ALLOW FOR TURNOUTS AND TO ACCOMMODATE

5 )

UTIUZE
EXISTING
OPENINGS
WHEN
POSSIBLE

ROADWAY BRUSHING

rriost LR
u.s. DEPAggggTT ggﬁ%ﬁlcmm v zmm__: v — ldoho Panhandle National F
@ R-1 ' xm_.-._a.'z_

stq 1‘ypica1 Sections
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