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TABLE PURSUANT TO CT5.12# – USE OF ROADS BY PURCHASER. (06/1999)  

 

 

Road 

Number Road Name 

Termini Map 

Legend 

Description of 

Restrictions From To 

19  

 

 

 

 

 

 

 

Aufderheide Dr  1958  Hwy 126 R  

 

Haul is not allowed 

evenings, weekends or 

during long holiday 

periods (Memorial Day, 4th 

of July and Labor Day), 

unless waived by 

Contracting Officer. 
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ROAD MAINTENANCE REQUIREMENTS SPECIFICATION TABLE PURSUANT TO  

CT5.31# - ROAD MAINTENANCE REQUIREMENTS  (7/01) 

 

1 2 3 4 5 6 7 8 9 

 Special    Dust   Post 

Road No. Project Travel Way Brushing  Abatement Seasonal  Haul 

and Specifi-  Cross  And   Applic  Mainte- Snow   

Termini Cation Width Slope Comp Log Out Surfacing Product Rate Width nance Removal Block Treat 

19 

Rd 1958 

To 

Hwy 126 

             JU   
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ROAD MAINTENANCE REQUIREMENTS SPECIFICATION CODES TABLE PURSUANT TO  

CT5.31# - ROAD MAINTENANCE REQUIREMENTS  (7/01) 

 

Column 

No. 

Heading Entry 

Explanation 

 Any Blank Except as otherwise described, no entry 

indicates Purchaser is not authorized or 

required to perform the work item(s). 

 Any RC This work requirement applies only when haul 

of sale related construction materials occurs. 

2 Special 

Project 

Specification 

Number Entry indicates Special Project Specification 

which applies. 

3 Travel Way EX Purchaser shall maintain the traveled way to 

the width existing upon entry, or at the 

completion of Specified Road work. 

  Numbers Purchaser shall maintain the traveled way to 

the standard width indicated by the entry, 

plus curve widening, in accordance with 

Section T-811.  If required, the road template 

shall be shaped to this width and to the 

designated cross slope before haul and during 

recurring maintenance. 

  IS, C, 

OS, F, or 

AI 

Cross slopes are designated as: 

   IS (Inslope), C (Crown), OS (Outslope), F 

(Flat), AI (As Is). 

  A or B If compaction is required. 

4 Brush and Log 

Out 

Numeric & 

R and or 

L 

Purchaser shall remove brush for specified 

width on either or both the right (R) side or 

left (L) side of road. 

  As Staked Limits of brushing are as staked or marked in 

the field. 

  OPT Purchaser may use hand or mechanical means of 

brushing. 

  H Only hand brushing may be used. 

 

 
 

 



Sale Name:  Road 19 DTR                   Page:  146c 

 

 
ROAD MAINTENANCE REQUIREMENTS SPECIFICATION CODES TABLE PURSUANT TO  

CT5.31# - ROAD MAINTENANCE REQUIREMENTS  (7/01) 

 

Column 

No. 

Heading Entry 

Explanation 

5 Surfacing Aggregate 

Grading 

Purchaser shall place surfacing on roads 

listed according to the grading indicated. 

6 Dust Abatement OPT Product selection is Purchaser's choice from 

those listed in Section T-812. 

  Product 

Abbr. 

Unless otherwise agreed, Purchaser is 

restricted to product listed corresponding to 

the abbreviation shown in Section T-812; 

(i.e., LigS = Lignon Sulfonate) Application 

rates are estimated amounts. 

  EX Purchaser shall abate dust on the existing 

width 

  Numbers Purchaser shall abate dust to the width 

indicated by entry. 

7 Seasonal 

Maintenance 

W Waterbars and/or crossditching shall be 

required prior to expected seasonal 

precipitation. 

  B Entrance barriers shall be installed by 

Purchaser prior to nonuse periods. 

8 Snow Removal TS Snowplowing authorized for Purchaser's 

Operations without recreation access being 

provided per Section T-803 requirements. 

  JU Snowplowing authorized, but must provide for 

recreation joint use per Section T-803 

requirements. 

  Blank Snowplowing is not authorized.  Forest Service 

may authorize plowing by permit when not in 

conflict with other uses. 

9 Post Haul PR PR denotes that work is Purchaser's 

Responsibility to perform. 
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CT5.31# - ROAD MAINTENANCE REQUIREMENTS.  (7/01)  Purchaser shall maintain roads in

accordance with the following Contract Road Maintenance Requirements Summary:

From To T-803 T-811 T-813 T-834 T-836 T-838 T-839 T-842 T-851

19 Danger Trees Hwy 126 19.1 P

P = Purchaser Item, D = Deposit to Forest Service, D3 = Deposit to Third Party

From To T-803 T-811 T-813 T-834 T-836 T-838 T-839 T-842 T-851

19 Danger Trees Hwy 126 19.1 P D D

P = Purchaser Item, D = Deposit to Forest Service, D3 = Deposit to Third Party

From To T-803 T-811 T-813 T-834 T-836 T-838 T-839 T-842 T-851

19 Danger Trees Hwy 126 19.1

P = Purchaser Item, D = Deposit to Forest Service, D3 = Deposit to Third Party

Applicable Post Haul Road Maintenance Specifications

Road

Termini

Miles

Road

Termini

Miles

Contract Road Maintenance Requirements Summary

Termini

MilesRoad

Applicable Prehaul Road Maintenance Specifications

Applicable During Haul Road Maintenance Specifications
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ROAD MAINTENANCE REQUIREMENTS SPECIFICATION TABLE PURSUANT TO  

CT5.31# - ROAD MAINTENANCE REQUIREMENTS  (7/01) 

 

1 2 3 4 5 6 7 8 9 

 Special    Dust   Post 

Road No. Project Travel Way Brushing  Abatement Seasonal  Haul 

and Specifi-  Cross  And   Applic  Mainte- Snow   

Termini Cation Width Slope Comp Log Out Surfacing Product Rate Width nance Removal Block Treat 

19 

Rd 1958 

To 

Hwy 126 

             JU   
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ROAD MAINTENANCE REQUIREMENTS SPECIFICATION CODES TABLE PURSUANT TO  

CT5.31# - ROAD MAINTENANCE REQUIREMENTS  (7/01) 

 

Column 

No. 

Heading Entry 

Explanation 

 Any Blank Except as otherwise described, no entry 

indicates Purchaser is not authorized or 

required to perform the work item(s). 

 Any RC This work requirement applies only when haul 

of sale related construction materials occurs. 

2 Special 

Project 

Specification 

Number Entry indicates Special Project Specification 

which applies. 

3 Travel Way EX Purchaser shall maintain the traveled way to 

the width existing upon entry, or at the 

completion of Specified Road work. 

  Numbers Purchaser shall maintain the traveled way to 

the standard width indicated by the entry, 

plus curve widening, in accordance with 

Section T-811.  If required, the road template 

shall be shaped to this width and to the 

designated cross slope before haul and during 

recurring maintenance. 

  IS, C, 

OS, F, or 

AI 

Cross slopes are designated as: 

   IS (Inslope), C (Crown), OS (Outslope), F 

(Flat), AI (As Is). 

  A or B If compaction is required. 

4 Brush and Log 

Out 

Numeric & 

R and or 

L 

Purchaser shall remove brush for specified 

width on either or both the right (R) side or 

left (L) side of road. 

  As Staked Limits of brushing are as staked or marked in 

the field. 

  OPT Purchaser may use hand or mechanical means of 

brushing. 

  H Only hand brushing may be used. 
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ROAD MAINTENANCE REQUIREMENTS SPECIFICATION CODES TABLE PURSUANT TO  

CT5.31# - ROAD MAINTENANCE REQUIREMENTS  (7/01) 

 

Column 

No. 

Heading Entry 

Explanation 

5 Surfacing Aggregate 

Grading 

Purchaser shall place surfacing on roads 

listed according to the grading indicated. 

6 Dust Abatement OPT Product selection is Purchaser's choice from 

those listed in Section T-812. 

  Product 

Abbr. 

Unless otherwise agreed, Purchaser is 

restricted to product listed corresponding to 

the abbreviation shown in Section T-812; 

(i.e., LigS = Lignon Sulfonate) Application 

rates are estimated amounts. 

  EX Purchaser shall abate dust on the existing 

width 

  Numbers Purchaser shall abate dust to the width 

indicated by entry. 

7 Seasonal 

Maintenance 

W Waterbars and/or crossditching shall be 

required prior to expected seasonal 

precipitation. 

  B Entrance barriers shall be installed by 

Purchaser prior to nonuse periods. 

8 Snow Removal TS Snowplowing authorized for Purchaser's 

Operations without recreation access being 

provided per Section T-803 requirements. 

  JU Snowplowing authorized, but must provide for 

recreation joint use per Section T-803 

requirements. 

  Blank Snowplowing is not authorized.  Forest Service 

may authorize plowing by permit when not in 

conflict with other uses. 

9 Post Haul PR PR denotes that work is Purchaser's 

Responsibility to perform. 
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CT6.315# - SALE OPERATION SCHEDULE (06/94) 

 

 

PAYMENT UNIT Operating Conditions Purpose 

All Haul is not allowed 

evenings, weekends or 

during long holiday periods 

(Memorial Day, 4th of July 

and Labor Day), unless 

waived by Contracting 

Officer. 

Minimize impacts to 

the public using 

Forest road 19. 

All Restrict all operations 

during April 1 – June 30. 

Cavity Nesting Birds 

All Restrict all operations 

during April 30 – July 31. 

Harlequin Ducks 

All Restrict all operations 

during General Elk Hunting 

Season approximately the 3rd 

week in October, including 

the Friday before, through 

the end of the Friday 

following. 

Quality Elk Hunt 
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CT6.41# -Specific Requirements (01/2000) 

 

 

 

FELLING METHODS  PAYMENT UNIT 

1. Directional Felling shall be utilized.   
 

ALL 

2. Directional Felling shall be utilized to 
protect existing streamcourses, buffers, 

residual trees, and asphalt. 

 

ALL 

FELLING EQUIPMENT PAYMENT UNIT 

The use of tree jacks, wedges or tree lining may 

be required, however,  the required methods used 

shall not be limited to these options.  

ALL 
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CT6.42# - Yarding/Skidding Requirements (06/2010) 

 

YARDING/SKIDDING REQUIREMENTS 

 

PAYMENT UNIT 

 

1/.   Prior to ALL operations commencing, purchaser 

shall submit a plan of operations, specifying, but, 

not limited to: 

a. haul road access to and from units, 
b. all proposed temporary landings, 
c. falling of trees, 
d. decking areas. 

ALL 

2/.   Rubber tired Ground Base Yarding Equipment is 

restricted to existing roadways. 

3/.   No Skid trails shall be approved. 

4/.   Log landings or log beds shall be limited to 

existing roadways and established turnouts.  

ALL 

 

YARDING/SKIDDING REQUIREMENTS Payment Unit 

A/.   Rubber tired ground base yarding system is 

required to operate on Rd 19. 

B/.   A rubber tired ground based yarding system 

capable of lifting lead end of log to minimize 

resource damage. 

C/.  A rubber tired Ground based yarding equipment 

equipped with an arch and a winch line, an minimum 

of 75 feet. 

All 
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APPLICATION SCHEDULE PURSUANT TO CT6.6# - EROSION CONTROL AND SOIL 

TREATMENT BY PURCHASER  (07/01) 

 

 AREAS SEED FERTILIZER MULCH 

 

PAYMENT 

UNIT 

A) SKID TRAILS 

B) FIRELINES 

C) TEMP. ROADS 

 

 

APPLICATION 

 

 

APPLICATION 

 

 

APPLICATION 

OR UNIT 

NUMBER 

D) LANDINGS 

E) OTHER 

SPECIES 

1/ 
MIXTURE 

 

LBS/AC 

 

TYPE 2/ 

 

LBS/AC 

 

TYPE 

3/ 

 

LBS/AC 

 

 

       

ALL 

 

E 1/      N/A     N/A N/A   N/A 

 

 

       

 

1/ Seed mixture will be any of the following: winter wheat, spring wheat, or 

triticale.  Seed will be certified weed free (Blue tag).  Application rate will 

be 20 lbs/acre. Purchaser or sub-contractor that does the actual purchase of the 

seed will coordinate the acquisition of the seed with the Forest Service. 

 

1/  For sales in Oregon, the seed shall meet the State certification 

specifications.  Seed must be packaged in containers carrying official 

certification labels sewn in, glued to, or printed upon the container, with the 

following information: 

 

     1.  Variety (if certified as to variety) and kind. 

     2.  Quantity of seed (pounds or bushels). 

     3.  Class of certified seed (blue tags for certified seed). 

     4.  Inspection or lot number traceable to the certifying agency's records. 

 

 

2/  Exposed ground from yarding the logs will be seeded with native species where 

necessary. 

 

 

 



Rd 19 Salvage Timber Sale               Page 159  

 

 

 

DETAILED SLASH DISPOSAL PLAN 

Rd 19 Salvage Timber Sale 

Willamette National Forest, McKenzie River Ranger District 

 

 In accordance with Contract Provisions CT6.74, Slash Treatment 

Requirements and Detailed Slash Disposal Plan 

 Notwithstanding Contract Provision CT6.74 (02/02) 

 

 

Purchaser responsibilities are as follows: 

A. Construction and location of hand piles for Payment Units #1 & #2: 
Created slash from limbs that is within 50 feet of Rd. 19 and any 

side road in the project area shall be hand piled.  The term 

"slash" is vegetative debris resulting from the Purchaser’s 

Operations, including limbs severed or broken from boles of felled 

trees that are at least 1 inch in diameter on the small end and at 

least 3 feet in length, chunks, broken tops, damaged brush, damaged 

or destroyed reproduction, saplings or poles.  Cull material which 

does not meet the AT2 specifications is not considered slash.  

Piles shall be located to minimize the damage of standing green 

trees and snags during burning.  Unless otherwise agreed, piles 

will be constructed at least 10 feet from the drip line of standing 

green trees or equal distance from the boles of standing green 

trees.  Piles shall not be placed on stumps, logs, drainage 

ditches, or blocking roadways and shall be placed so their length 

is parallel to the direction of the slope.  All pieces extruding 

from the piles shall be bucked off to facilitate covering after 

construction. 

 

B. Covering of all hand piles: 
All hand piles shall be covered with polyethylene plastic film .004 

inches thick.  A minimum of 75% of the total surface area of the 

piles shall be covered in order to shed water.  Pieces of burnable 

material will be placed on top of the plastic to keep the plastic 

from filling with wind and blowing off. 

C. Lop and scatter: 
When felling concentrations of 3 or more trees with tree boles 

within 200 feet or less of each other, areas outside of the 50’ 

road side piling area will have residual slash lopped and scattered 

to a depth of no greater than 18 inches. 
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