SALE NAME:

Buck Springs Page: 1l46f

ROAD MAINTENANCE REQUIREMENTS SPECIFICATION TABLE PURSUANT TO
C5.31# - ROAD MAINTENANCE REQUIREMENTS (7/01)
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Road No.

and

Termini

Special Dust Post

Project Travel Way Brushing Abatement Seasonal Haul

Specifi- X And Applic Mainte- Snow
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cation Width Slope | Comp Log Out SEEHZC Product Rate Width nance Removal Block Treat

4165
4165100
to 4100

it EX AT A OPT OPT EX TS

4165100
4165 to
4165100

i EX AT A OPT OPT EX TS

4165110
4165100
to
4165100

i EX AT A OPT OPT EX TS

4100800
Tip Top
Camp
Ground to
4100

*x EX AT A OPT OPT EX TS

4100
4165 to
4500

* EX AT A OPT OPT EX TS

4100
4500 to
CR 69

it EX AT A OPT OPT EX Ju

4500
4540 to
4100

i EX AT A OPT OPT EX Ju

4540
4545 to
4500

it EX AT A OPT OPT EX TS

4545
4545100
to 4540

it EX AT A OPT OPT EX TS

4545100
4545175
to 4545

x KK EX AT A OPT OPT EX TS

4545175
Buck
Springs
Camp
Ground to
4545100

x*x EX AT A OPT OPT EX TS

T-803A, T-854A
** = T-803A, T-812A, T-839A, T-854A, T-891A Closed Roads use T-839A-10A
T-803A, T-811A, T-812A, T-854A, T-891A Open Roads use T-839A-10B
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