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Unit number Net Acres
39 14.2
41 4.3
44 34.0
62 142.8
63 103.2
64 194.8
65 32.2
66 33.0
67 15.8
68 23.6

Total 597.9
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Legend

L LLLL Payment Unit Boundary, Bt.1, BT2.3 KO Keep Open, BT6.22.

L SaleAreaBoundary, BT1.1, BT2.3. W)  Water Source, CT5.314.

[—1 Cutting Unit Marked Prior to Advertisement, BT1.1, BT2.3. LTA  Leave Tops Attached, CT6.42#.

LTM  Leave Tree Marked, BT2.35, CT2.35# 1 No Thin Area.

== Specified Road Reconstruction, BT5.2, A7. P Prohibited for Logging Use, CT5.12#.

M Mechanized Yarding Specified, BT6.42, CT6.42#. Pl Protect Improvements, Trails, BT6.22#.

———  Existing Transportation System Road, CT5.12#.
—--—---  Specified Yarding Boundary, BT6.42.

“\z Stream Protection Required, BT6.5.

Notes
All landlines are approximate.

All designated survey monument bearing trees shall have a maximum stump height of not less than 6 inches above the official inscription or poster,
BT6.23.

Purchaser shall post warning signs prior to operations on or adjacent to forest system roads and within 200 feet of trails, BT6.33.

Equipment needs to be free of soil, vegetative material, seeds and other debris that could hold seeds, BT6.35.

Purchaser shall subsoil all new temporary roads, and landings not located on forest system roads to a depth of 20 inches, CT5.1# (Option 1), CT6.6#.
Covering of all Landing and Unit slash piles required, CT6.74%#.

All units require Leave Tops Attached (LTA). The “last” log must retain all limbs and top to the best of ablilty of logger. Processing will be done
on the landing. This is to reduce fuel loading in the units, CT6.42#.

While moving between harvest units, washing of vehicles is not required. BT6.35.

Supplemental Requirements:
Required Sign Locations and Number References

Sign No. A "Logging Operations Ahead"

Sign No. A "Logging Operations"
Sign No. A "For Logging Use Only"
Sign No. A "Trucks Entering Highway"
Sign No. & "Tree Felling Ahead"

Sign No. A "Be Prepared To Stop"
Sign No. ﬁ "Flagger Ahead"

Sign No. "Trail Closed"




