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PROJECT DESCRIPTION

.

REMOVE BOTH FRONT ENTRY AND BACK ENTRY DOORS PLUS DOOR FRAMES AND RESPECTIVE SCREEN/STORM
DOORS. INSTALL NEW STEEL DOORS AND DOOR FRAMES AT BOTH ENTRANCES. RE—INSTALL EXISTING SCREEN
DOORS AT BOTH ENTRIES.

REPLACE BACK ENTRY CONCRETE STEP AND SIDEWALK WITH ADA ACCESSIBLE RAMP. SEE DRAWINGS FOR
DETAILS AND INSTRUCTIONS.

REMOVE AND DISPOSE OF ALL EXISTING WOOD TRIM AND SIDING BY CERTIFIED RENOVATOR FOLLOWING ALL
REGULATIONS SPECIFIED IN THE EPA'S RENOVATION, REPAIR AND PAINTING RULE 40 CFR 745 FOR LEAD
BASED

REPAIR ANY DAMAGED PANELING BENEATH THE SIDING AND WRAP PRIOR TO INSTALLATION OF NEW SIDING.
INSTALL APPROXIMATELY 1,130 SF OF CEMENT FIBER BOARD LAP SIDING OR APPROVED EQUAL

INSTALLATION OF CEMENT FIBER BOARD TRIM (OR APPROVED EQUAL) AROUND ALL SIX (6) WINDOWS AND
TWO (2) DOORS.

INSTALLING ALUMINUM SOFFIT AND FASCIA.
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NOTES:

1.

ESTIMATED AREA IS 1130 SQ FT. CONTRACTOR
TO VERIFY TOTAL SQUARE FOOTAGE OF SIDING
TO BE INSTALLED.

EXISTING SIDING IS COVERED WITH LEAD BASED
PAINT FOLLOW ALL REGULATIONS IN
ACCORDANCE WITH THE EPA’S RENOVATION,
REPAIR, AND PAINTING RULE 40 CFR 745.
EXISTING SIDING IS TO BE REMOVED UNDER
THE DIRECTION OF A CERTIFIED RENOVATOR.

CONTRACTOR SHALL PROVIDE ALL LABOR AND
MATERIALS NECESSARY TO COMPLETE SIDING OF
BUILDING.

SIDING AND TRIM TO BE "CERTAIN TEED” FIBER
CEMENT LAP SIDING OR AN APPROVED EQUAL
AS SPECIFIED IN SECTION 074600
SEE DETAIL ON SHEET 3 FOR TRIM

REPLACE STEP WITH ADA RAMP SEE DETAIL ON
SHEET 4
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WEST SIDE ENTRANCE

NOTES:
1. REMOVE AND REPLACE ALL TRIM

2. TRIM ABOVE DOOR AND WINDOW SHOULD MATCH IN ELEVATION. USE 1"X4” ON THE WINDOW, THEN CHOOSE OR CUT TRIM FOR
ABOVE DOOR TO APPROPRIATE HEIGHT.

3. RELOCATE EXISTING LIGHT UP OR DOWN TO ACCOMMODATE TRIM.
4. TRIM SHOULD BE PAINTED GREEN AND SIDING WHITE AS SPECIFIED IN SECTION 099111

Engineering

DIXIE NATIONAL FOREST

FOREST SERVICE

Intermountain Region 4

s

N7

Lot of RIS

DATE

BY: APRIL STEPHENSON
CHECK: K. ELMORE
BY: APRIL STEPHENSON
CHECK: K. ELMORE

DIRECTOR, ENGINEERING

DESIGN

L DRAWING
[APPROVED:

][
)

TRIM DETAIL

LOWER BUNKHOUSE SIDING

(03%04)




RELOCATE EXISTING SPRINKLER HEAD WITHIN NEW LANDING
FOOTPRINT TO A LOCATION 6—INCHES FROM LANDING EDGE.
INSTALL SPRINKLER HEAD FLUSH WITH FINAL GROUND SURFACE.

EXISTING SPRINKLER HEAD\
@ —

END OF RAMP END OF FILL|

NOTES:

1.

‘SLOPE OF 12:1 AS PER ADA REQUIREMENTS

[REMOVE EXISTIGN SIDEWALK

/4115 IN WITH EXISTIGN SIDEWALK]

18 i 5

CUT AND ROLL BACK EXISTING SOD IN FILL AREA USE NEW SOD TO FILL VOIDS AND
MISSING PATCHES.

REMOVE EXISTING SIDEWALK AND STEP UP UNTIL 23 FEET FROM NORTH FACE OF
BUILDING.

FILL NATIVE SOIL ON NORTH FACE OF BUILDING. SLOPE AWAY TO THE NORTH AT 12:1
SLOPE.

COMPACT NATIVE SOIL BASE FOR 48" SIDEWALK
SUB BASE 4" OF CRUSHED AGGREGATE

SIDEWALK TO BE CAST IN PLACE 4" CONCRETE WITH 6X6 WIRE MESH AS
REINFORCEMENT.

CAST IN PLACE CONCRETE 4" DEEP 5 WIDE BY 7' SLAB LANDING.
PLANT SOD ON FILL MATCHING EXISTING LAWN , IF FEASIBLE RELOCATE EXISTING SOD.

LOCATION OF TREES, LOCATION OF FENCE AND LENGTH OF SIDEWALK NEED TO BE
VERIFIED MODIFY FILLS AND REMOVED PORTION OF SIDEWALK AS NECESSARY

REVISED 8/1/2013

Qan
?5’ =
~
5 3
L B
o
w0 = =
< O e
> B
Qf‘ o
BT
oy
— =
fng =
S HEHAE =
[ =
225"
o =
] 3
(e}
v B
(5]
. ey
S5 E
—_—
©
3
=z =z
glgee) |
ﬂ.:ﬂ.z %
HE HE
<[] £
z-‘m.- “
< Zl=[5)
s |8 [s[E S
[:a] k&) [ao] [S) %
B
z|l2| ¥
=2 = o
i
__J\L
—_—
O
=
-
N =
<
| &
@8] a
A E
© <
T [
< | <«
e
= | =
m
o~
=
O
_
—
SCA'LE
Varies

[0£%04)




	LowerBunkhouse0242SidingRenovationFullSetSignedRev08012013
	lower bunkhouse_0242_siding_renovation-COVER-rev08012013
	lower bunkhouse_0242_siding_renovation-VICINITY MAPrev08012013
	lower bunkhouse_0242_siding_renovation-ELEVATIONSrev08012013
	lower bunkhouse_0242_siding_renovation-TRIM DETAILrev08012013

	lower bunkhouse_0242_siding_renovation-ADA RAMP DETAILSrev08012013

