USDA-FOREST SERVICE
TAHOE NATIONAL FOREST
YUBA RIVER RANGER DISTRICT
CAMP STEWARDSHIP PROJECT
Contract Area and Road Maintenance Map
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Map Legend
ST U='§ Contract Area Boundary - B.1

Subdivision Boundary - B.1

Tractor Subdivision Label - B.1

32 Road Number - B.1

Existing Transportation Road System - F.1.2
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TEMP Existing Temporary Road - F.1

—PF— Proposed Temporary Road - F.1
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EEEEN | Specified Road Reconstruction - F.2

e —— Road to Decommission - K-G.9%#
— Haul Direction - F.1.2

—— Fence to Protect - G.2.2

T Trail to Protect - G.2.2
Existing Gate/Barricade to Protect - G.2.2

Road Segment - F.2

Powerline - G.2.2.1

Other Ownership - B.1

Reserve Tree - K-C.3#, K-G.3.2#

Structure to Protect - G.2.2

Known Survey Monument to Protect - G.2.3

Water Source - F.3, K-F.3.1#

Water Tank to Protect - G.2.2

Controlled Area - G.2.4, K-G.2.4#

Spring to Protect, (100" Equipment Exclusion, 300' No Main Skid
Trails) - G.5, K-G.5.

Ephemeral Streamcourse to Protect - (30' Equipment Exclusion)
(Block Marks Upper Limit) - G.5, K-G.5
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Perennial Streamcourse to Protect - (100" Equipment Exclusion))
(Block Marks Upper Limit) - G.5, K-G.5

Requirements Legend

ASTR Additional Slash Treatment Requirements - K-G.7#

COVER Cover Logging Slash Piles - K-G.7#

DECK Deck Large Material (Landings) - K-G.7#

DF Directional Felling Required - K-G.4.1#

DxSPA Designation By Spacing - K-C.3.5.1#

FELL Fell Damaged Trees - K-G.7#

IT™ Individual Tree Mark - K-C.3.5#

KO Keep Roads and Trails Open - G.2.2

MACH Machine Pile Logging Slash (Landings) - K-G.7#

MAX - 144" Ground Based Skidding (Rubber Tired) - K-G.4.2#

MC Dust Abatement (Magnesium Chloride) - F.3, K-F.3.1#

MD Maintenance Deposit - K-F.3.2#, K-F.3.5#

MH Ground Based Skidding (Mechanical Harvesting) - K-G.4.2#

NO LOP No Limbing - K-G.4.1#

RM Road Maintenance - K-F.3.1#

SCAT - 18" Scatter Logging Slash - K-G.7#

POS Project Operations Schedule - K-G.3.1.5#
"""""""""""""" SPACE Ground Based Skidding (Skid Trail Spacing) - K-G.4.2#

SUSP Ground Based Skidding (One end suspension) - K-G.4.2#

TILL Tillage - K-G.6# (Max 12 Acres)

TRAC Tractor Skidding Specified - K-G.4.2#

TS Treatment of Stumps - K-G.4.1#

W Dust Abatement (Water) - F.3, K-F.3.1#

WHOLE Whole Tree Yarding - K-G.4.1#
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Subdivision Requirements

Subdivision (Tractor) Requirements

3,5,6,7,8,9, 11,12, 13,15, 17, 18, 19, 20, 21, 22, 27, 28, 31, ASTR, DF, FELL, ITM, MAX-144", Minimum Stump Height, MH,
35, 40, 52, 53, 56, 218, 220, 221, 222, 227, 228, 229, 230, 232, NO LOP, SCAT-18", POS, SPACE, SUSP, TILL, TRAC, WHOLE
233, 235, 236, 237, 238, 241, 243, 335

56, 218, 220, 221, 222, 227, 228, 229, 230, 232, 233, 235, 236, DxSPA, Stewardship Project
237, 238, 241, 243, 335

3,5,6,7,8,9, 11,12, 13,15, 17, 18, 19, 20, 21, 22, 27, 28, 31, TS
35, 40, 52, 56, 218, 220, 221, 222, 227, 228, 229, 230, 232, 233,
235, 236, 237, 238, 241, 243, 335

Landings Requirements

ALL COVER, DECK, MACH, TILL

Road Requirements

Road Requirements
008-07 W, RM, Close Gate
47 KO, MC, RM
47-01 Segq. | KO, MC, RM
47-01 Seg. Il W, RM, Close Gate
47-01-01 KO, W, RM
47-01-02 KO, W, RM
_ MANDATORY STEWARDSHIP PROJECTS 47-01-03 KO, W, RM
PROJECT# | Unit Acres PROJECT DESCRIPTION oo i Keep Gate Closed
001 56 24.45 Cut and remove conifers 6.0to 9.9 inches DBH to landing. 120-08 Ké, MC, RM
002 241 5.24 Cut and remove conifers 6.0to 9.9 inches DBH to landing. 120-08-04 W, RM
120-08-05 KO, W, RM
220, 221, 236, 123-02 W, RM, Close Gate
\/71003 335 84.46 Cut and remove conifers 6.0to 9.9 inches DBH to landing.
‘ 218, 222, 227,
232, 233, 235,

| ) 004 237,238 139.58 |Cut and remove conifers 6.0 to 9.9 inches DBH to landing. Traffic Control Plan Necessary for Operation on
. ‘ R 005 229, 230, 228 |77.25 Cut and remove conifers 6.0to 9.9 inches DBH to landing. or Adjacent to National Forest Roads or Trails - G.3.3
rMswae ggle Campground 006 243 18.58 C d ifers 6.010 9.9 inches DBH to landi g Cleaning of Equipment Required Prior to Entering Sale Area - G.3.5
Y : utand remove conifers 6.0to 3.9 inches to landing. Remote Automated Weather Station T.N.F. Westside Group - K-H.2.2#
" 007 28 32.05 Cut and remove conifers and tanoak 5.0to 9.9 inches DBH to landing. Special Erosion Prevention Measures - 132 Acres - K-G.6#

008 3,9, 12, 27 162.61 Cut and remove conifers and tanoak 5.0 to 9.9 inches DBH to landing. ngg:;‘;;'::ig:;:&:f::e
PROJECTH# ROAD PROJECT DESCRIPTION

S 009 C180810-10 |Decommission Road Data Source: Tahoe National Forest Geospatial Corporate Database

RN |o10 C180802-03 | Decommission Road Projection: UTM, Zone: 10, Datum: NAD83, Spheroid: GRS 80

011 C190828-9 Decommission Road This map is reproduced from geospatial information. :/
012 C190826-3 | Decommission Road greftazeﬂ '?V‘;VUCS;DQ - F°Be7s/; (?/nge '
013 C190725-2  |Decommission Road rafted by: W. Guthrie






