Subpart A Base Map 
Guidelines
12/13/2013
[bookmark: _GoBack]The Subpart A Base Map will provide a backdrop upon which a high level Roads Risk/Benefit Evaluation will be displayed.   The Base Map will be created using the Esri ArcMap application. The map produced will be an ArcMap Document, with an MXD file extension.  It will be exported from ArcMap as a georeferenced Portable Document File (PDF) which can be viewed electronically and may also be printed as an 8½ x 11 paper map.   Both the MXD file and the PDF are required.   GSTC is available to create the base map, if Regions/units do not have the capacity/tools to do so.    If units require support from GSTC to develop the base map, please contact Andrea Rodriguez at 801-975-3461 or (arodriguez@fs.fed.us).  Base map elements, data sources used, and recommended map specifications are provided below. Please note that these specifications and symbols differ slightly from what is seen on the example map that has been provided as a separate attachment.  Using these specifications and symbols will help to give the maps the same general look and feel.  

Base Map Elements


1. Standard Heading/Title   --  Centered on Top of Map

Example: 		Smokey Bear NF
       Road Risk/Benefit Assessment
(Ariel Regular 18 pt)


2. Legend  -- Automatically generated using Esri ArcMap basic function

a. Legend Title:  
Opportunity for Change to Road System
 (Ariel Bold 12 pt/Black):
b. Legend Elements:
                                                Likely Not Needed for Future Use  
                                                               Likely Needed for Future Use
(Ariel Bold 12 Pt/Black/see pg. 2 for line width)

3. Date of Map -  MM/DD/YYYY (placement  -- Lower left corner of map within neat line)

4. Scale Bar and North Arrow  (Generated using basic Esri ArcMap function)  Example:		[image: ]

5. North Arrow ( Generated using basic Esri ArcMap Function – Please select simple style and place at the top right corner on map)  Example:
[image: ]
6. Map Base Layer Elements:

	Map Element
	Data Source
	Recommended Specifications

	National Forest Base Layer
	Automated Lands Program (ALP)
Admin. Boundary Data
At Enterprise Data Warehouse (EDW)
	Black outline .015”on administrative boundary only
[image: ] Fill 15% cyan, 15% yellow

	State Land
	Esri Database
	[image: ] Fill 15% cyan, 15% magenta, No outline

	National Park Service Land
	Esri Database
	[image: ] Fill 10% cyan, 10% magenta, 25% yellow, No outline

	Bureau of Land Management
	Esri Database
	[image: ] Fill 10% magenta, 35% yellow, No outline

	Tribal Land
	Esri Database
	[image: ] Fill 20% yellow, No outline

	Other Federal
	Esri Database
	[image: ] Fill 10% cyan, 20% magenta, No outline

	Private
	Esri Database
	[image: ] Fill white or NO fill, No outline

	Water Bodies
	Esri Database
	[image: ]100% Cyan outline .004” with 20% cyan fill

	Streams
	Esri Database
	[image: ]100% cyan .005”

	Highways and other Roads not subject to analysis
	State Department of Transportation
	[image: ]50% Black .02”
[image: ] [image: ] [image: ] Symbols should be approx. .25” high, font Ariel, Font sized to fit shield

	National Forest System Roads being analyzed 
(will be red or green)
	National Roads Data Layer at the EDW or local GIS data w/Infra attributes
	  [image: ] Green=100%cyan,100% yellow, .005”          Red=100% magenta, 100%yellow, .005”



7. Annotation/labeling - Basic annotation of lakes, streams, and administrative areas is needed for orientation and reference only (Generated using basic Esri ArcMap Function) 
(NOTE: Labeling of NFS Roads with Route Numbers is not recommended at the scale of this 8 ½” x 11 map. If a unit desires a map with labeled routes, additional maps should be generated at a larger scale.  Route Numbers can be automatically added to the map by selecting the attribute from the Infra table, but these labels are often difficult to read and must be resized.  It is preferable to add route numbers manually which is more time consuming, but results in a more readable product).

8. Optional base map layers may be added as needed to provide context and orient the map reader.

9. Please save both the MXD and PDF files to the O drive, using the following file naming convention:  O:\FS\NFS\R7Engineering\Project\SubpartA\Smokey_Bear_NF

10. Place filename on the map, positioned beneath the neat line of the lower right corner of the map.
O:\FS\NFS\R7Engineering\Project\SubpartA\Smokey_Bear_NF 
 (Ariel 10 pt/black)
       
11. Leave a ½” inch collar around the map, with an additional ½” on the left margin to allow for binding.
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